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ANALYTICAL REPORT

PREPARED FOR
Attn: Dawit Yifru

Geosyntec Consultants Inc
1255 Roberts Blvd, NW

Suite 200
Kennesaw, Georgia 30144

Generated 6/7/2023 2:48:24 PM

JOB DESCRIPTION
Crisp County Power

JOB NUMBER
400-236902-3

See page two for job notes and contact information.

Pensacola FL 32514
3355 McLemore Drive
Eurofins Pensacola
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Eurofins Pensacola

Eurofins Pensacola is a laboratory within Eurofins Environment Testing Southeast, LLC, a company within Eurofins Environment Testing Group of Companies

Job Notes
This report may not be reproduced except in full, and with written approval from the laboratory.  The results relate only to the
samples tested.  For questions please contact the Project Manager at the e-mail address or telephone number listed on this
page.

The test results in this report relate only to the samples as received by the laboratory and will meet all requirements of the
methodology, with any exceptions noted. This report shall not be reproduced except in full, without the express written
approval of the laboratory. All questions should be directed to the Eurofins Environment Testing Southeast, LLC Project
Manager.

Authorization

Generated
6/7/2023 2:48:24 PM

Authorized for release by
Cheyenne Whitmire, Project Manager II
Cheyenne.Whitmire@et.eurofinsus.com
(850)471-6222
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Case Narrative
Client: Geosyntec Consultants Inc Job ID: 400-236902-3
Project/Site: Crisp County Power

Job ID: 400-236902-3

Laboratory: Eurofins Pensacola

Narrative

Job Narrative
400-236902-3

Receipt 

The samples were received on 4/29/2023 7:44 AM.  Unless otherwise noted below, the samples arrived in good condition, and where 
required, properly preserved and on ice.  The temperatures of the 4 coolers at receipt time were 1.4º C, 2.3º C, 3.6º C and 3.7º C.

Metals 

Method 6020: The post digestion spike % recovery for Antimony associated with batch 400-625600 was outside of control limits.  The 

associated sample is:  (400-236902-C-1-D PDS ^5).

Method 6020: The matrix spike / matrix spike duplicate (MS/MSD) recoveries for preparation batch 400-623914 and analytical batch 

400-625600 were outside control limits for one or more analytes. See QC Sample Results for detail. Sample matrix interference and/or 

non-homogeneity are suspected because the associated laboratory control sample (LCS) recovery is within acceptance limits.

Method 6020: The method blank for preparation batch 400-623914 and analytical batch 400-625600 contained Boron above the method 
detection limit.  This target analyte concentration was less than the reporting limit (RL); therefore, re-extraction and/or re-analysis of 
samples was not performed.

Method 6020: The ICV for batch 400-625706 passed recovery/accuracy criteria which serves the ICV purpose of verifying the calibration 
standards.  The replicate RPDs for the elements were outside of the criteria for standards but within the criteria for field samples.  Data 
has therefore been reported and narrated accordingly.

General Chemistry 
Method SM 4500 Cl- E: The matrix spike / matrix spike duplicate (MS/MSD) recoveries for analytical batch 400-624976 were outside control 
limits for one or more analytes. See QC Sample Results for detail. Sample matrix interference and/or non-homogeneity are suspected 
because the associated laboratory control sample (LCS) recovery is within acceptance limits.

Method SM 4500 Cl- E: The following samples were diluted to bring the concentration of target analytes within the calibration range:  
(400-236929-A-2), (400-236929-A-2 MS) and (400-236929-A-2 MSD).  Elevated reporting limits (RLs) are provided.

Method SM 4500 SO4 E: The matrix spike / matrix spike duplicate (MS/MSD) recoveries for analytical batch 400-623940 were outside 

control limits for one or more analytes. See QC Sample Results for detail. Sample matrix interference and/or non-homogeneity are 
suspected because the associated laboratory control sample (LCS) recovery is within acceptance limits.

Method SM 4500 SO4 E: The following samples were diluted to bring the concentration of target analytes within the calibration range: 

(400-235966-B-1), (400-235966-B-1 MS) and (400-235966-B-1 MSD).  Elevated reporting limits (RLs) are provided.

No additional analytical or quality issues were noted, other than those described above or in the Definitions/Glossary page.

Eurofins Pensacola
Page 4 of 30 6/7/2023
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Detection Summary
Job ID: 400-236902-3Client: Geosyntec Consultants Inc

Project/Site: Crisp County Power

Client Sample ID: MW-U1-20230426 Lab Sample ID: 400-236902-9

Barium

RL

0.0025 mg/L

MDL

0.00070

Analyte Result Qualifier Unit Dil Fac D Method Prep Type

Total 

Recoverable

50.0031 6020

Boron 0.050 mg/L0.0012 Total 

Recoverable

50.020 J B 6020

Calcium 0.25 mg/L0.13 Total 

Recoverable

537 6020

Chromium 0.0025 mg/L0.0010 Total 

Recoverable

50.0021 J 6020

Lithium 0.0025 mg/L0.0049 Total 

Recoverable

50.0058 6020

Total Dissolved Solids 5.0 mg/L5.0 Total/NA1110 SM 2540C

Chloride 2.0 mg/L1.4 Total/NA11.7 J SM 4500 Cl- E

Sulfate 5.0 mg/L1.4 Total/NA12.0 J SM 4500 SO4 E

Field pH SU Total/NA17.82 Field Sampling

Client Sample ID: MW-D1-20230426 Lab Sample ID: 400-236902-10

Barium

RL

0.0025 mg/L

MDL

0.00070

Analyte Result Qualifier Unit Dil Fac D Method Prep Type

Total 

Recoverable

50.016 6020

Boron 0.050 mg/L0.0012 Total 

Recoverable

50.10 B 6020

Calcium 0.25 mg/L0.13 Total 

Recoverable

568 6020

Chromium 0.0025 mg/L0.0010 Total 

Recoverable

50.0018 J 6020

Cobalt 0.0025 mg/L0.00056 Total 

Recoverable

50.0016 J 6020

Selenium 0.0013 mg/L0.00082 Total 

Recoverable

50.00083 J 6020

Total Dissolved Solids 5.0 mg/L5.0 Total/NA1200 SM 2540C

Chloride 2.0 mg/L1.4 Total/NA14.1 SM 4500 Cl- E

Fluoride 0.10 mg/L0.070 Total/NA10.083 J SM 4500 F C

Sulfate 5.0 mg/L1.4 Total/NA126 SM 4500 SO4 E

Field pH SU Total/NA17.09 Field Sampling

Client Sample ID: MW-D2-20230426 Lab Sample ID: 400-236902-11

Barium

RL

0.0025 mg/L

MDL

0.00070

Analyte Result Qualifier Unit Dil Fac D Method Prep Type

Total 

Recoverable

50.19 6020

Boron 0.050 mg/L0.0012 Total 

Recoverable

50.12 B 6020

Calcium 0.25 mg/L0.13 Total 

Recoverable

5130 6020

Total Dissolved Solids 5.0 mg/L5.0 Total/NA1370 SM 2540C

Chloride 2.0 mg/L1.4 Total/NA13.0 SM 4500 Cl- E

Sulfate 5.0 mg/L1.4 Total/NA114 SM 4500 SO4 E

Field pH SU Total/NA16.78 Field Sampling

Client Sample ID: MW-D3-20230427 Lab Sample ID: 400-236902-12

Barium

RL

0.0025 mg/L

MDL

0.00070

Analyte Result Qualifier Unit Dil Fac D Method Prep Type

Total 

Recoverable

50.060 6020

Eurofins Pensacola

This Detection Summary does not include radiochemical test results.
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Detection Summary
Job ID: 400-236902-3Client: Geosyntec Consultants Inc

Project/Site: Crisp County Power

Client Sample ID: MW-D3-20230427 (Continued) Lab Sample ID: 400-236902-12

Boron

RL

0.050 mg/L

MDL

0.0012

Analyte Result Qualifier Unit Dil Fac D Method Prep Type

Total 

Recoverable

5B0.17 6020

Calcium 0.25 mg/L0.13 Total 

Recoverable

587 6020

Molybdenum 0.010 mg/L0.0013 Total 

Recoverable

50.0052 J 6020

Selenium 0.0013 mg/L0.00082 Total 

Recoverable

50.0015 6020

Total Dissolved Solids 5.0 mg/L5.0 Total/NA1270 SM 2540C

Chloride 2.0 mg/L1.4 Total/NA12.6 SM 4500 Cl- E

Fluoride 0.10 mg/L0.070 Total/NA10.12 SM 4500 F C

Sulfate 5.0 mg/L1.4 Total/NA128 SM 4500 SO4 E

Field pH SU Total/NA16.56 Field Sampling

Eurofins Pensacola

This Detection Summary does not include radiochemical test results.
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Method Summary
Job ID: 400-236902-3Client: Geosyntec Consultants Inc

Project/Site: Crisp County Power

Method Method Description LaboratoryProtocol

SW8466020 Metals (ICP/MS) EET PEN

SW8467470A Mercury (CVAA) EET PEN

SMSM 2540C Solids, Total Dissolved (TDS) EET PEN

SMSM 4500 Cl- E Chloride, Total EET PEN

SMSM 4500 F C Fluoride EET PEN

SMSM 4500 SO4 E Sulfate, Total EET PEN

EPAField Sampling Field Sampling EET PEN

SW8463005A Preparation, Total Recoverable or Dissolved Metals EET PEN

SW8467470A Preparation, Mercury EET PEN

Protocol References:

EPA = US Environmental Protection Agency

SM = "Standard Methods For The Examination Of Water And Wastewater"

SW846 = "Test Methods For Evaluating Solid Waste, Physical/Chemical Methods", Third Edition, November 1986 And Its Updates.

Laboratory References:

EET PEN = Eurofins Pensacola, 3355 McLemore Drive, Pensacola, FL 32514, TEL (850)474-1001

Eurofins Pensacola
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Sample Summary
Client: Geosyntec Consultants Inc Job ID: 400-236902-3
Project/Site: Crisp County Power

Lab Sample ID Client Sample ID Matrix Collected Received

400-236902-9 MW-U1-20230426 Water 04/26/23 11:52 04/29/23 07:44

400-236902-10 MW-D1-20230426 Water 04/26/23 13:33 04/29/23 07:44

400-236902-11 MW-D2-20230426 Water 04/26/23 16:51 04/29/23 07:44

400-236902-12 MW-D3-20230427 Water 04/27/23 08:48 04/29/23 07:44

Eurofins PensacolaPage 8 of 30 6/7/2023
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Client Sample Results
Job ID: 400-236902-3Client: Geosyntec Consultants Inc

Project/Site: Crisp County Power

Lab Sample ID: 400-236902-9Client Sample ID: MW-U1-20230426
Matrix: WaterDate Collected: 04/26/23 11:52

Date Received: 04/29/23 07:44

Method: SW846 6020 - Metals (ICP/MS) - Total Recoverable
RL MDL

ND 0.0025 0.0015 mg/L 05/08/23 13:20 05/18/23 14:48 5

Analyte Dil FacAnalyzedPreparedUnit DResult Qualifier

Antimony

0.0013 0.0012 mg/L 05/08/23 13:20 05/18/23 14:48 5NDArsenic

0.0025 0.00070 mg/L 05/08/23 13:20 05/18/23 14:48 50.0031Barium

0.0020 0.00092 mg/L 05/08/23 13:20 05/18/23 14:48 5NDBeryllium

0.050 0.0012 mg/L 05/08/23 13:20 05/18/23 14:48 50.020 J BBoron

0.0010 0.00065 mg/L 05/08/23 13:20 05/18/23 14:48 5NDCadmium

0.25 0.13 mg/L 05/08/23 13:20 05/18/23 14:48 537Calcium

0.0025 0.0010 mg/L 05/08/23 13:20 05/18/23 14:48 50.0021 JChromium

0.0025 0.00056 mg/L 05/08/23 13:20 05/18/23 14:48 5NDCobalt

0.0013 0.00081 mg/L 05/08/23 13:20 05/18/23 14:48 5NDLead

0.0025 0.0049 mg/L 05/08/23 13:20 05/18/23 14:48 50.0058Lithium

0.010 0.0013 mg/L 05/08/23 13:20 05/18/23 14:48 5NDMolybdenum

0.0013 0.00082 mg/L 05/08/23 13:20 05/18/23 14:48 5NDSelenium

0.00050 0.00046 mg/L 05/08/23 13:20 05/18/23 14:48 5NDThallium

Method: SW846 7470A - Mercury (CVAA)
RL MDL

ND 0.00020 0.00015 mg/L 05/02/23 08:50 05/03/23 09:14 1

Analyte Dil FacAnalyzedPreparedUnit DResult Qualifier

Mercury

General Chemistry
RL MDL

110 5.0 5.0 mg/L 05/03/23 09:13 1

Analyte Dil FacAnalyzedPreparedUnit DResult Qualifier

Total Dissolved Solids (SM 2540C)

2.0 1.4 mg/L 05/13/23 10:58 11.7 JChloride (SM 4500 Cl- E)

0.10 0.070 mg/L 05/02/23 13:49 1NDFluoride (SM 4500 F C)

5.0 1.4 mg/L 05/08/23 12:25 12.0 JSulfate (SM 4500 SO4 E)

Method: EPA Field Sampling - Field Sampling
RL MDL

7.82 SU 04/26/23 10:52 1

Analyte Dil FacAnalyzedPreparedUnit DResult Qualifier

Field pH

Eurofins Pensacola
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Client Sample Results
Job ID: 400-236902-3Client: Geosyntec Consultants Inc

Project/Site: Crisp County Power

Lab Sample ID: 400-236902-10Client Sample ID: MW-D1-20230426
Matrix: WaterDate Collected: 04/26/23 13:33

Date Received: 04/29/23 07:44

Method: SW846 6020 - Metals (ICP/MS) - Total Recoverable
RL MDL

ND 0.0025 0.0015 mg/L 05/08/23 13:20 05/18/23 14:51 5

Analyte Dil FacAnalyzedPreparedUnit DResult Qualifier

Antimony

0.0013 0.0012 mg/L 05/08/23 13:20 05/18/23 14:51 5NDArsenic

0.0025 0.00070 mg/L 05/08/23 13:20 05/18/23 14:51 50.016Barium

0.0020 0.00092 mg/L 05/08/23 13:20 05/18/23 14:51 5NDBeryllium

0.050 0.0012 mg/L 05/08/23 13:20 05/18/23 14:51 50.10 BBoron

0.0010 0.00065 mg/L 05/08/23 13:20 05/18/23 14:51 5NDCadmium

0.25 0.13 mg/L 05/08/23 13:20 05/18/23 14:51 568Calcium

0.0025 0.0010 mg/L 05/08/23 13:20 05/18/23 14:51 50.0018 JChromium

0.0025 0.00056 mg/L 05/08/23 13:20 05/18/23 14:51 50.0016 JCobalt

0.0013 0.00081 mg/L 05/08/23 13:20 05/18/23 14:51 5NDLead

0.0025 0.0049 mg/L 05/08/23 13:20 05/18/23 14:51 5NDLithium

0.010 0.0013 mg/L 05/08/23 13:20 05/18/23 14:51 5NDMolybdenum

0.0013 0.00082 mg/L 05/08/23 13:20 05/18/23 14:51 50.00083 JSelenium

0.00050 0.00046 mg/L 05/08/23 13:20 05/18/23 14:51 5NDThallium

Method: SW846 7470A - Mercury (CVAA)
RL MDL

ND 0.00020 0.00015 mg/L 05/02/23 08:50 05/03/23 09:15 1

Analyte Dil FacAnalyzedPreparedUnit DResult Qualifier

Mercury

General Chemistry
RL MDL

200 5.0 5.0 mg/L 05/03/23 09:13 1

Analyte Dil FacAnalyzedPreparedUnit DResult Qualifier

Total Dissolved Solids (SM 2540C)

2.0 1.4 mg/L 05/13/23 10:59 14.1Chloride (SM 4500 Cl- E)

0.10 0.070 mg/L 05/02/23 13:49 10.083 JFluoride (SM 4500 F C)

5.0 1.4 mg/L 05/08/23 12:25 126Sulfate (SM 4500 SO4 E)

Method: EPA Field Sampling - Field Sampling
RL MDL

7.09 SU 04/26/23 12:33 1

Analyte Dil FacAnalyzedPreparedUnit DResult Qualifier

Field pH

Eurofins Pensacola
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Client Sample Results
Job ID: 400-236902-3Client: Geosyntec Consultants Inc

Project/Site: Crisp County Power

Lab Sample ID: 400-236902-11Client Sample ID: MW-D2-20230426
Matrix: WaterDate Collected: 04/26/23 16:51

Date Received: 04/29/23 07:44

Method: SW846 6020 - Metals (ICP/MS) - Total Recoverable
RL MDL

ND 0.0025 0.0015 mg/L 05/08/23 13:20 05/18/23 14:54 5

Analyte Dil FacAnalyzedPreparedUnit DResult Qualifier

Antimony

0.0013 0.0012 mg/L 05/08/23 13:20 05/18/23 14:54 5NDArsenic

0.0025 0.00070 mg/L 05/08/23 13:20 05/19/23 13:52 50.19Barium

0.0020 0.00092 mg/L 05/08/23 13:20 05/18/23 14:54 5NDBeryllium

0.050 0.0012 mg/L 05/08/23 13:20 05/18/23 14:54 50.12 BBoron

0.0010 0.00065 mg/L 05/08/23 13:20 05/18/23 14:54 5NDCadmium

0.25 0.13 mg/L 05/08/23 13:20 05/18/23 14:54 5130Calcium

0.0025 0.0010 mg/L 05/08/23 13:20 05/18/23 14:54 5NDChromium

0.0025 0.00056 mg/L 05/08/23 13:20 05/18/23 14:54 5NDCobalt

0.0013 0.00081 mg/L 05/08/23 13:20 05/18/23 14:54 5NDLead

0.0025 0.0049 mg/L 05/08/23 13:20 05/19/23 13:52 5NDLithium

0.010 0.0013 mg/L 05/08/23 13:20 05/18/23 14:54 5NDMolybdenum

0.0013 0.00082 mg/L 05/08/23 13:20 05/18/23 14:54 5NDSelenium

0.00050 0.00046 mg/L 05/08/23 13:20 05/18/23 14:54 5NDThallium

Method: SW846 7470A - Mercury (CVAA)
RL MDL

ND 0.00020 0.00015 mg/L 05/02/23 08:50 05/03/23 09:17 1

Analyte Dil FacAnalyzedPreparedUnit DResult Qualifier

Mercury

General Chemistry
RL MDL

370 5.0 5.0 mg/L 05/03/23 09:13 1

Analyte Dil FacAnalyzedPreparedUnit DResult Qualifier

Total Dissolved Solids (SM 2540C)

2.0 1.4 mg/L 05/13/23 10:59 13.0Chloride (SM 4500 Cl- E)

0.10 0.070 mg/L 05/02/23 13:49 1NDFluoride (SM 4500 F C)

5.0 1.4 mg/L 05/08/23 12:27 114Sulfate (SM 4500 SO4 E)

Method: EPA Field Sampling - Field Sampling
RL MDL

6.78 SU 04/26/23 15:51 1

Analyte Dil FacAnalyzedPreparedUnit DResult Qualifier

Field pH

Eurofins Pensacola
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Client Sample Results
Job ID: 400-236902-3Client: Geosyntec Consultants Inc

Project/Site: Crisp County Power

Lab Sample ID: 400-236902-12Client Sample ID: MW-D3-20230427
Matrix: WaterDate Collected: 04/27/23 08:48

Date Received: 04/29/23 07:44

Method: SW846 6020 - Metals (ICP/MS) - Total Recoverable
RL MDL

ND 0.0025 0.0015 mg/L 05/08/23 13:20 05/18/23 14:57 5

Analyte Dil FacAnalyzedPreparedUnit DResult Qualifier

Antimony

0.0013 0.0012 mg/L 05/08/23 13:20 05/18/23 14:57 5NDArsenic

0.0025 0.00070 mg/L 05/08/23 13:20 05/18/23 14:57 50.060Barium

0.0020 0.00092 mg/L 05/08/23 13:20 05/18/23 14:57 5NDBeryllium

0.050 0.0012 mg/L 05/08/23 13:20 05/18/23 14:57 50.17 BBoron

0.0010 0.00065 mg/L 05/08/23 13:20 05/18/23 14:57 5NDCadmium

0.25 0.13 mg/L 05/08/23 13:20 05/18/23 14:57 587Calcium

0.0025 0.0010 mg/L 05/08/23 13:20 05/18/23 14:57 5NDChromium

0.0025 0.00056 mg/L 05/08/23 13:20 05/18/23 14:57 5NDCobalt

0.0013 0.00081 mg/L 05/08/23 13:20 05/18/23 14:57 5NDLead

0.0025 0.0049 mg/L 05/08/23 13:20 05/19/23 13:55 5NDLithium

0.010 0.0013 mg/L 05/08/23 13:20 05/18/23 14:57 50.0052 JMolybdenum

0.0013 0.00082 mg/L 05/08/23 13:20 05/18/23 14:57 50.0015Selenium

0.00050 0.00046 mg/L 05/08/23 13:20 05/18/23 14:57 5NDThallium

Method: SW846 7470A - Mercury (CVAA)
RL MDL

ND 0.00020 0.00015 mg/L 05/02/23 08:50 05/03/23 09:24 1

Analyte Dil FacAnalyzedPreparedUnit DResult Qualifier

Mercury

General Chemistry
RL MDL

270 5.0 5.0 mg/L 05/03/23 09:13 1

Analyte Dil FacAnalyzedPreparedUnit DResult Qualifier

Total Dissolved Solids (SM 2540C)

2.0 1.4 mg/L 05/15/23 13:22 12.6Chloride (SM 4500 Cl- E)

0.10 0.070 mg/L 05/02/23 13:49 10.12Fluoride (SM 4500 F C)

5.0 1.4 mg/L 05/17/23 18:44 128Sulfate (SM 4500 SO4 E)

Method: EPA Field Sampling - Field Sampling
RL MDL

6.56 SU 04/27/23 07:48 1

Analyte Dil FacAnalyzedPreparedUnit DResult Qualifier

Field pH

Eurofins Pensacola
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Definitions/Glossary
Job ID: 400-236902-3Client: Geosyntec Consultants Inc

Project/Site: Crisp County Power

Qualifiers

Metals
Qualifier Description

^5+ Linear Range Check (LRC) is outside acceptance limits, high biased.

Qualifier

4 MS, MSD: The analyte present in the original sample is greater than 4 times the matrix spike concentration; therefore, control limits are not 

applicable.

B Compound was found in the blank and sample.

E Result exceeded calibration range.

F1 MS and/or MSD recovery exceeds control limits.

J Result is less than the RL but greater than or equal to the MDL and the concentration is an approximate value.

General Chemistry
Qualifier Description

4 MS, MSD: The analyte present in the original sample is greater than 4 times the matrix spike concentration; therefore, control limits are not 

applicable.

Qualifier

J Result is less than the RL but greater than or equal to the MDL and the concentration is an approximate value.

Glossary
These commonly used abbreviations may or may not be present in this report.

¤ Listed under the "D" column to designate that the result is reported on a dry weight basis

Abbreviation

%R Percent Recovery

CFL Contains Free Liquid

CFU Colony Forming Unit

CNF Contains No Free Liquid

DER Duplicate Error Ratio (normalized absolute difference)

Dil Fac Dilution Factor

DL Detection Limit (DoD/DOE)

DL, RA, RE, IN Indicates a Dilution, Re-analysis, Re-extraction, or additional Initial metals/anion analysis of the sample

DLC Decision Level Concentration (Radiochemistry)

EDL Estimated Detection Limit (Dioxin)

LOD Limit of Detection (DoD/DOE)

LOQ Limit of Quantitation (DoD/DOE)

MCL EPA recommended "Maximum Contaminant Level"

MDA Minimum Detectable Activity (Radiochemistry)

MDC Minimum Detectable Concentration (Radiochemistry)

MDL Method Detection Limit

ML Minimum Level (Dioxin)

MPN Most Probable Number

MQL Method Quantitation Limit

NC Not Calculated

ND Not Detected at the reporting limit (or MDL or EDL if shown)

NEG Negative / Absent

POS Positive / Present

PQL Practical Quantitation Limit

PRES Presumptive

QC Quality Control

RER Relative Error Ratio (Radiochemistry)

RL Reporting Limit or Requested Limit (Radiochemistry)

RPD Relative Percent Difference, a measure of the relative difference between two points

TEF Toxicity Equivalent Factor (Dioxin)

TEQ Toxicity Equivalent Quotient (Dioxin)

TNTC Too Numerous To Count

Eurofins Pensacola
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Lab Chronicle
Client: Geosyntec Consultants Inc Job ID: 400-236902-3
Project/Site: Crisp County Power

Client Sample ID: MW-U1-20230426 Lab Sample ID: 400-236902-9
Matrix: WaterDate Collected: 04/26/23 11:52

Date Received: 04/29/23 07:44

Prep 3005A KWN623914 EET PEN

Type

Batch Batch

MethodPrep Type LabAnalystRun

Prepared

or Analyzed

Batch

Number

Dilution

Factor

Total Recoverable 05/08/23 13:20 - 05/08/23 15:45 ¹

Analysis 6020 5 625600 NTH EET PENTotal Recoverable 05/18/23 14:48

Prep 7470A 623053 NET EET PENTotal/NA 05/02/23 08:50 - 05/02/23 11:28 ¹

Analysis 7470A 1 623349 NET EET PENTotal/NA 05/03/23 09:14

Analysis SM 2540C 1 623280 HA EET PENTotal/NA 05/03/23 09:13

Analysis SM 4500 Cl- E 1 624780 CJK EET PENTotal/NA 05/13/23 10:58

Analysis SM 4500 F C 1 623192 JP EET PENTotal/NA 05/02/23 13:49

Analysis SM 4500 SO4 E 1 623940 CJK EET PENTotal/NA 05/08/23 12:25

Analysis Field Sampling 1 623093 S1K EET PENTotal/NA 04/26/23 10:52

Client Sample ID: MW-D1-20230426 Lab Sample ID: 400-236902-10
Matrix: WaterDate Collected: 04/26/23 13:33

Date Received: 04/29/23 07:44

Prep 3005A KWN623914 EET PEN

Type

Batch Batch

MethodPrep Type LabAnalystRun

Prepared

or Analyzed

Batch

Number

Dilution

Factor

Total Recoverable 05/08/23 13:20 - 05/08/23 15:45 ¹

Analysis 6020 5 625600 NTH EET PENTotal Recoverable 05/18/23 14:51

Prep 7470A 623053 NET EET PENTotal/NA 05/02/23 08:50 - 05/02/23 11:28 ¹

Analysis 7470A 1 623349 NET EET PENTotal/NA 05/03/23 09:15

Analysis SM 2540C 1 623280 HA EET PENTotal/NA 05/03/23 09:13

Analysis SM 4500 Cl- E 1 624780 CJK EET PENTotal/NA 05/13/23 10:59

Analysis SM 4500 F C 1 623192 JP EET PENTotal/NA 05/02/23 13:49

Analysis SM 4500 SO4 E 1 623940 CJK EET PENTotal/NA 05/08/23 12:25

Analysis Field Sampling 1 623093 S1K EET PENTotal/NA 04/26/23 12:33

Client Sample ID: MW-D2-20230426 Lab Sample ID: 400-236902-11
Matrix: WaterDate Collected: 04/26/23 16:51

Date Received: 04/29/23 07:44

Prep 3005A KWN623914 EET PEN

Type

Batch Batch

MethodPrep Type LabAnalystRun

Prepared

or Analyzed

Batch

Number

Dilution

Factor

Total Recoverable 05/08/23 13:20 - 05/08/23 15:45 ¹

Analysis 6020 5 625600 NTH EET PENTotal Recoverable 05/18/23 14:54

Prep 3005A 623914 KWN EET PENTotal Recoverable 05/08/23 13:20 - 05/08/23 15:45 ¹

Analysis 6020 5 625706 NTH EET PENTotal Recoverable 05/19/23 13:52

Prep 7470A 623053 NET EET PENTotal/NA 05/02/23 08:50 - 05/02/23 11:28 ¹

Analysis 7470A 1 623349 NET EET PENTotal/NA 05/03/23 09:17

Analysis SM 2540C 1 623280 HA EET PENTotal/NA 05/03/23 09:13

Analysis SM 4500 Cl- E 1 624780 CJK EET PENTotal/NA 05/13/23 10:59

Analysis SM 4500 F C 1 623192 JP EET PENTotal/NA 05/02/23 13:49

Analysis SM 4500 SO4 E 1 623940 CJK EET PENTotal/NA 05/08/23 12:27

Analysis Field Sampling 1 623093 S1K EET PENTotal/NA 04/26/23 15:51
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Lab Chronicle
Client: Geosyntec Consultants Inc Job ID: 400-236902-3
Project/Site: Crisp County Power

Client Sample ID: MW-D3-20230427 Lab Sample ID: 400-236902-12
Matrix: WaterDate Collected: 04/27/23 08:48

Date Received: 04/29/23 07:44

Prep 3005A KWN623914 EET PEN

Type

Batch Batch

MethodPrep Type LabAnalystRun

Prepared

or Analyzed

Batch

Number

Dilution

Factor

Total Recoverable 05/08/23 13:20 - 05/08/23 15:45 ¹

Analysis 6020 5 625600 NTH EET PENTotal Recoverable 05/18/23 14:57

Prep 3005A 623914 KWN EET PENTotal Recoverable 05/08/23 13:20 - 05/08/23 15:45 ¹

Analysis 6020 5 625706 NTH EET PENTotal Recoverable 05/19/23 13:55

Prep 7470A 623053 NET EET PENTotal/NA 05/02/23 08:50 - 05/02/23 11:28 ¹

Analysis 7470A 1 623349 NET EET PENTotal/NA 05/03/23 09:24

Analysis SM 2540C 1 623280 HA EET PENTotal/NA 05/03/23 09:13

Analysis SM 4500 Cl- E 1 624976 CJK EET PENTotal/NA 05/15/23 13:22

Analysis SM 4500 F C 1 623192 JP EET PENTotal/NA 05/02/23 13:49

Analysis SM 4500 SO4 E 1 625380 CJK EET PENTotal/NA 05/17/23 18:44

Analysis Field Sampling 1 623093 S1K EET PENTotal/NA 04/27/23 07:48

¹ This procedure uses a method stipulated length of time for the process.  Both start and end times are displayed.

Laboratory References:

EET PEN = Eurofins Pensacola, 3355 McLemore Drive, Pensacola, FL 32514, TEL (850)474-1001

Eurofins Pensacola
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QC Association Summary
Job ID: 400-236902-3Client: Geosyntec Consultants Inc

Project/Site: Crisp County Power

Metals

Prep Batch: 623053

Lab Sample ID Client Sample ID Prep Type Matrix Method Prep Batch

Water 7470A400-236902-9 MW-U1-20230426 Total/NA

Water 7470A400-236902-10 MW-D1-20230426 Total/NA

Water 7470A400-236902-11 MW-D2-20230426 Total/NA

Water 7470A400-236902-12 MW-D3-20230427 Total/NA

Water 7470AMB 400-623053/14-A Method Blank Total/NA

Water 7470ALCS 400-623053/15-A Lab Control Sample Total/NA

Water 7470A400-236902-C-1-B MS Matrix Spike Total/NA

Water 7470A400-236902-C-1-C MSD Matrix Spike Duplicate Total/NA

Analysis Batch: 623349

Lab Sample ID Client Sample ID Prep Type Matrix Method Prep Batch

Water 7470A 623053400-236902-9 MW-U1-20230426 Total/NA

Water 7470A 623053400-236902-10 MW-D1-20230426 Total/NA

Water 7470A 623053400-236902-11 MW-D2-20230426 Total/NA

Water 7470A 623053400-236902-12 MW-D3-20230427 Total/NA

Water 7470A 623053MB 400-623053/14-A Method Blank Total/NA

Water 7470A 623053LCS 400-623053/15-A Lab Control Sample Total/NA

Water 7470A 623053400-236902-C-1-B MS Matrix Spike Total/NA

Water 7470A 623053400-236902-C-1-C MSD Matrix Spike Duplicate Total/NA

Prep Batch: 623914

Lab Sample ID Client Sample ID Prep Type Matrix Method Prep Batch

Water 3005A400-236902-9 MW-U1-20230426 Total Recoverable

Water 3005A400-236902-10 MW-D1-20230426 Total Recoverable

Water 3005A400-236902-11 MW-D2-20230426 Total Recoverable

Water 3005A400-236902-12 MW-D3-20230427 Total Recoverable

Water 3005AMB 400-623914/1-A ^5 Method Blank Total Recoverable

Water 3005ALCS 400-623914/2-A ^5 Lab Control Sample Total Recoverable

Water 3005A400-236902-C-1-E MS ^5 Matrix Spike Total Recoverable

Water 3005A400-236902-C-1-F MSD ^5 Matrix Spike Duplicate Total Recoverable

Analysis Batch: 625600

Lab Sample ID Client Sample ID Prep Type Matrix Method Prep Batch

Water 6020 623914400-236902-9 MW-U1-20230426 Total Recoverable

Water 6020 623914400-236902-10 MW-D1-20230426 Total Recoverable

Water 6020 623914400-236902-11 MW-D2-20230426 Total Recoverable

Water 6020 623914400-236902-12 MW-D3-20230427 Total Recoverable

Water 6020 623914MB 400-623914/1-A ^5 Method Blank Total Recoverable

Water 6020 623914LCS 400-623914/2-A ^5 Lab Control Sample Total Recoverable

Water 6020 623914400-236902-C-1-E MS ^5 Matrix Spike Total Recoverable

Water 6020 623914400-236902-C-1-F MSD ^5 Matrix Spike Duplicate Total Recoverable

Analysis Batch: 625706

Lab Sample ID Client Sample ID Prep Type Matrix Method Prep Batch

Water 6020 623914400-236902-11 MW-D2-20230426 Total Recoverable

Water 6020 623914400-236902-12 MW-D3-20230427 Total Recoverable

Water 6020 623914MB 400-623914/1-A ^5 Method Blank Total Recoverable

Eurofins Pensacola
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QC Association Summary
Job ID: 400-236902-3Client: Geosyntec Consultants Inc

Project/Site: Crisp County Power

General Chemistry

Analysis Batch: 623192

Lab Sample ID Client Sample ID Prep Type Matrix Method Prep Batch

Water SM 4500 F C400-236902-9 MW-U1-20230426 Total/NA

Water SM 4500 F C400-236902-10 MW-D1-20230426 Total/NA

Water SM 4500 F C400-236902-11 MW-D2-20230426 Total/NA

Water SM 4500 F C400-236902-12 MW-D3-20230427 Total/NA

Water SM 4500 F CMB 400-623192/40 Method Blank Total/NA

Water SM 4500 F CLCS 400-623192/42 Lab Control Sample Total/NA

Water SM 4500 F CMRL 400-623192/11 Lab Control Sample Total/NA

Water SM 4500 F C400-236902-B-7 MS Matrix Spike Total/NA

Water SM 4500 F C400-236902-B-7 MSD Matrix Spike Duplicate Total/NA

Analysis Batch: 623280

Lab Sample ID Client Sample ID Prep Type Matrix Method Prep Batch

Water SM 2540C400-236902-9 MW-U1-20230426 Total/NA

Water SM 2540C400-236902-10 MW-D1-20230426 Total/NA

Water SM 2540C400-236902-11 MW-D2-20230426 Total/NA

Water SM 2540C400-236902-12 MW-D3-20230427 Total/NA

Water SM 2540CMB 400-623280/1 Method Blank Total/NA

Water SM 2540CLCS 400-623280/2 Lab Control Sample Total/NA

Water SM 2540C400-236902-B-5 DU Duplicate Total/NA

Analysis Batch: 623940

Lab Sample ID Client Sample ID Prep Type Matrix Method Prep Batch

Water SM 4500 SO4 E400-236902-9 MW-U1-20230426 Total/NA

Water SM 4500 SO4 E400-236902-10 MW-D1-20230426 Total/NA

Water SM 4500 SO4 E400-236902-11 MW-D2-20230426 Total/NA

Water SM 4500 SO4 EMB 400-623940/12 Method Blank Total/NA

Water SM 4500 SO4 ELCS 400-623940/13 Lab Control Sample Total/NA

Water SM 4500 SO4 EMRL 400-623940/14 Lab Control Sample Total/NA

Analysis Batch: 624780

Lab Sample ID Client Sample ID Prep Type Matrix Method Prep Batch

Water SM 4500 Cl- E400-236902-9 MW-U1-20230426 Total/NA

Water SM 4500 Cl- E400-236902-10 MW-D1-20230426 Total/NA

Water SM 4500 Cl- E400-236902-11 MW-D2-20230426 Total/NA

Water SM 4500 Cl- EMB 400-624780/13 Method Blank Total/NA

Water SM 4500 Cl- ELCS 400-624780/14 Lab Control Sample Total/NA

Water SM 4500 Cl- EMRL 400-624780/15 Lab Control Sample Total/NA

Water SM 4500 Cl- E400-236902-B-1 MS Matrix Spike Total/NA

Water SM 4500 Cl- E400-236902-B-1 MSD Matrix Spike Duplicate Total/NA

Analysis Batch: 624976

Lab Sample ID Client Sample ID Prep Type Matrix Method Prep Batch

Water SM 4500 Cl- E400-236902-12 MW-D3-20230427 Total/NA

Water SM 4500 Cl- EMB 400-624976/5 Method Blank Total/NA

Water SM 4500 Cl- ELCS 400-624976/6 Lab Control Sample Total/NA

Water SM 4500 Cl- EMRL 400-624976/7 Lab Control Sample Total/NA

Water SM 4500 Cl- E400-236929-A-2 MS Matrix Spike Total/NA

Water SM 4500 Cl- E400-236929-A-2 MSD Matrix Spike Duplicate Total/NA
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QC Association Summary
Job ID: 400-236902-3Client: Geosyntec Consultants Inc

Project/Site: Crisp County Power

General Chemistry

Analysis Batch: 625380

Lab Sample ID Client Sample ID Prep Type Matrix Method Prep Batch

Water SM 4500 SO4 E400-236902-12 MW-D3-20230427 Total/NA

Field Service / Mobile Lab

Analysis Batch: 623093

Lab Sample ID Client Sample ID Prep Type Matrix Method Prep Batch

Water Field Sampling400-236902-9 MW-U1-20230426 Total/NA

Water Field Sampling400-236902-10 MW-D1-20230426 Total/NA

Water Field Sampling400-236902-11 MW-D2-20230426 Total/NA

Water Field Sampling400-236902-12 MW-D3-20230427 Total/NA
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QC Sample Results
Job ID: 400-236902-3Client: Geosyntec Consultants Inc

Project/Site: Crisp County Power

Method: 6020 - Metals (ICP/MS)

Client Sample ID: Method BlankLab Sample ID: MB 400-623914/1-A ^5
Matrix: Water Prep Type: Total Recoverable
Analysis Batch: 625600 Prep Batch: 623914

RL MDL

Antimony ND 0.0025 0.0015 mg/L 05/08/23 13:20 05/18/23 13:36 5

MB MB

Analyte Dil FacAnalyzedPreparedDUnitResult Qualifier

ND 0.00120.0013 mg/L 05/08/23 13:20 05/18/23 13:36 5Arsenic

ND 0.000700.0025 mg/L 05/08/23 13:20 05/18/23 13:36 5Barium

ND 0.000920.0020 mg/L 05/08/23 13:20 05/18/23 13:36 5Beryllium

0.00928 J 0.00120.050 mg/L 05/08/23 13:20 05/18/23 13:36 5Boron

ND 0.000650.0010 mg/L 05/08/23 13:20 05/18/23 13:36 5Cadmium

ND 0.130.25 mg/L 05/08/23 13:20 05/18/23 13:36 5Calcium

ND 0.00100.0025 mg/L 05/08/23 13:20 05/18/23 13:36 5Chromium

ND 0.000560.0025 mg/L 05/08/23 13:20 05/18/23 13:36 5Cobalt

ND 0.000810.0013 mg/L 05/08/23 13:20 05/18/23 13:36 5Lead

ND 0.00130.010 mg/L 05/08/23 13:20 05/18/23 13:36 5Molybdenum

ND 0.000820.0013 mg/L 05/08/23 13:20 05/18/23 13:36 5Selenium

ND 0.000460.00050 mg/L 05/08/23 13:20 05/18/23 13:36 5Thallium

Client Sample ID: Method BlankLab Sample ID: MB 400-623914/1-A ^5
Matrix: Water Prep Type: Total Recoverable
Analysis Batch: 625706 Prep Batch: 623914

RL MDL

Lithium ND 0.0025 0.0049 mg/L 05/08/23 13:20 05/19/23 13:34 5

MB MB

Analyte Dil FacAnalyzedPreparedDUnitResult Qualifier

Client Sample ID: Lab Control SampleLab Sample ID: LCS 400-623914/2-A ^5
Matrix: Water Prep Type: Total Recoverable
Analysis Batch: 625600 Prep Batch: 623914

Antimony 0.0500 0.0537 mg/L 107 80 - 120

Analyte

LCS LCS

DUnitResult Qualifier %Rec

Spike

Added

%Rec

Limits

Arsenic 0.0500 0.0489 mg/L 98 80 - 120

Barium 0.0500 0.0525 mg/L 105 80 - 120

Beryllium 0.0500 0.0522 mg/L 104 80 - 120

Boron 0.100 0.107 mg/L 107 80 - 120

Cadmium 0.0500 0.0519 mg/L 104 80 - 120

Calcium 5.00 5.13 mg/L 103 80 - 120

Chromium 0.0500 0.0511 mg/L 102 80 - 120

Cobalt 0.0500 0.0509 mg/L 102 80 - 120

Lead 0.0500 0.0527 mg/L 105 80 - 120

Lithium 0.0500 0.0553 mg/L 111 80 - 120

Molybdenum 0.0500 0.0526 mg/L 105 80 - 120

Selenium 0.0500 0.0514 mg/L 103 80 - 120

Thallium 0.0100 0.0106 mg/L 106 80 - 120

Client Sample ID: Matrix SpikeLab Sample ID: 400-236902-C-1-E MS ^5
Matrix: Water Prep Type: Total Recoverable
Analysis Batch: 625600 Prep Batch: 623914

Antimony ND F1 0.0500 0.0628 F1 mg/L 126 75 - 125

Analyte

MS MS

DUnitResult Qualifier %Rec

Spike

Added

Sample

Result

Sample

Qualifier

%Rec

Limits

Arsenic ND 0.0500 0.0553 mg/L 111 75 - 125

Barium 0.026 0.0500 0.0828 ^5+ mg/L 115 75 - 125
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QC Sample Results
Job ID: 400-236902-3Client: Geosyntec Consultants Inc

Project/Site: Crisp County Power

Method: 6020 - Metals (ICP/MS) (Continued)

Client Sample ID: Matrix SpikeLab Sample ID: 400-236902-C-1-E MS ^5
Matrix: Water Prep Type: Total Recoverable
Analysis Batch: 625600 Prep Batch: 623914

Beryllium ND 0.0500 0.0580 mg/L 116 75 - 125

Analyte

MS MS

DUnitResult Qualifier %Rec

Spike

Added

Sample

Result

Sample

Qualifier

%Rec

Limits

Boron 0.026 J ^5+ B 0.100 0.151 mg/L 124 75 - 125

Cadmium ND 0.0500 0.0594 mg/L 119 75 - 125

Calcium 50 5.00 56.0 E 4 mg/L 123 75 - 125

Chromium ND ^5+ 0.0500 0.0576 ^5+ mg/L 115 75 - 125

Cobalt ND 0.0500 0.0566 mg/L 113 75 - 125

Lead ND 0.0500 0.0557 mg/L 111 75 - 125

Lithium ND 0.0500 0.0554 mg/L 111 75 - 125

Molybdenum ND 0.0500 0.0602 mg/L 120 75 - 125

Selenium ND 0.0500 0.0559 mg/L 112 75 - 125

Thallium ND 0.0100 0.0113 mg/L 113 75 - 125

Client Sample ID: Matrix Spike DuplicateLab Sample ID: 400-236902-C-1-F MSD ^5
Matrix: Water Prep Type: Total Recoverable
Analysis Batch: 625600 Prep Batch: 623914

Antimony ND F1 0.0500 0.0589 mg/L 118 75 - 125 6 20

Analyte

MSD MSD

DUnitResult Qualifier %Rec

Spike

Added

Sample

Result

Sample

Qualifier

%Rec

Limits LimitRPD

RPD

Arsenic ND 0.0500 0.0549 mg/L 110 75 - 125 1 20

Barium 0.026 0.0500 0.0817 ^5+ mg/L 112 75 - 125 1 20

Beryllium ND 0.0500 0.0547 mg/L 109 75 - 125 6 20

Boron 0.026 J ^5+ B 0.100 0.135 mg/L 109 75 - 125 11 20

Cadmium ND 0.0500 0.0564 mg/L 113 75 - 125 5 20

Calcium 50 5.00 56.9 E 4 mg/L 139 75 - 125 1 20

Chromium ND ^5+ 0.0500 0.0569 ^5+ mg/L 114 75 - 125 1 20

Cobalt ND 0.0500 0.0565 mg/L 113 75 - 125 0 20

Lead ND 0.0500 0.0559 mg/L 112 75 - 125 0 20

Lithium ND 0.0500 0.0498 mg/L 100 75 - 125 11 20

Molybdenum ND 0.0500 0.0574 mg/L 115 75 - 125 5 20

Selenium ND 0.0500 0.0506 mg/L 101 75 - 125 10 20

Thallium ND 0.0100 0.0117 mg/L 117 75 - 125 3 20

Method: 7470A - Mercury (CVAA)

Client Sample ID: Method BlankLab Sample ID: MB 400-623053/14-A
Matrix: Water Prep Type: Total/NA
Analysis Batch: 623349 Prep Batch: 623053

RL MDL

Mercury ND 0.00020 0.00015 mg/L 05/02/23 08:50 05/03/23 08:52 1

MB MB

Analyte Dil FacAnalyzedPreparedDUnitResult Qualifier

Client Sample ID: Lab Control SampleLab Sample ID: LCS 400-623053/15-A
Matrix: Water Prep Type: Total/NA
Analysis Batch: 623349 Prep Batch: 623053

Mercury 0.00101 0.000870 mg/L 86 80 - 120

Analyte

LCS LCS

DUnitResult Qualifier %Rec

Spike

Added

%Rec

Limits
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QC Sample Results
Job ID: 400-236902-3Client: Geosyntec Consultants Inc

Project/Site: Crisp County Power

Method: 7470A - Mercury (CVAA) (Continued)

Client Sample ID: Matrix SpikeLab Sample ID: 400-236902-C-1-B MS
Matrix: Water Prep Type: Total/NA
Analysis Batch: 623349 Prep Batch: 623053

Mercury ND 0.00201 0.00201 mg/L 100 80 - 120

Analyte

MS MS

DUnitResult Qualifier %Rec

Spike

Added

Sample

Result

Sample

Qualifier

%Rec

Limits

Client Sample ID: Matrix Spike DuplicateLab Sample ID: 400-236902-C-1-C MSD
Matrix: Water Prep Type: Total/NA
Analysis Batch: 623349 Prep Batch: 623053

Mercury ND 0.00201 0.00187 mg/L 93 80 - 120 7 20

Analyte

MSD MSD

DUnitResult Qualifier %Rec

Spike

Added

Sample

Result

Sample

Qualifier

%Rec

Limits LimitRPD

RPD

Method: SM 2540C - Solids, Total Dissolved (TDS)

Client Sample ID: Method BlankLab Sample ID: MB 400-623280/1
Matrix: Water Prep Type: Total/NA
Analysis Batch: 623280

RL MDL

Total Dissolved Solids ND 5.0 5.0 mg/L 05/03/23 09:13 1

MB MB

Analyte Dil FacAnalyzedPreparedDUnitResult Qualifier

Client Sample ID: Lab Control SampleLab Sample ID: LCS 400-623280/2
Matrix: Water Prep Type: Total/NA
Analysis Batch: 623280

Total Dissolved Solids 293 282 mg/L 96 78 - 122

Analyte

LCS LCS

DUnitResult Qualifier %Rec

Spike

Added

%Rec

Limits

Client Sample ID: DuplicateLab Sample ID: 400-236902-B-5 DU
Matrix: Water Prep Type: Total/NA
Analysis Batch: 623280

Total Dissolved Solids 84 84.0 mg/L 0 5

Analyte

DU DU

DUnitResult Qualifier

Sample

Result

Sample

Qualifier LimitRPD

RPD

Method: SM 4500 Cl- E - Chloride, Total

Client Sample ID: Method BlankLab Sample ID: MB 400-624780/13
Matrix: Water Prep Type: Total/NA
Analysis Batch: 624780

RL MDL

Chloride ND 2.0 1.4 mg/L 05/13/23 10:54 1

MB MB

Analyte Dil FacAnalyzedPreparedDUnitResult Qualifier

Client Sample ID: Lab Control SampleLab Sample ID: LCS 400-624780/14
Matrix: Water Prep Type: Total/NA
Analysis Batch: 624780

Chloride 50.0 54.3 mg/L 109 90 - 110

Analyte

LCS LCS

DUnitResult Qualifier %Rec

Spike

Added

%Rec

Limits

Eurofins Pensacola
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QC Sample Results
Job ID: 400-236902-3Client: Geosyntec Consultants Inc

Project/Site: Crisp County Power

Method: SM 4500 Cl- E - Chloride, Total (Continued)

Client Sample ID: Lab Control SampleLab Sample ID: MRL 400-624780/15
Matrix: Water Prep Type: Total/NA
Analysis Batch: 624780

Chloride 2.00 2.19 mg/L 110 50 - 150

Analyte

MRL MRL

DUnitResult Qualifier %Rec

Spike

Added

%Rec

Limits

Client Sample ID: Matrix SpikeLab Sample ID: 400-236902-B-1 MS
Matrix: Water Prep Type: Total/NA
Analysis Batch: 624780

Chloride 1.8 J 10.0 10.6 mg/L 88 73 - 120

Analyte

MS MS

DUnitResult Qualifier %Rec

Spike

Added

Sample

Result

Sample

Qualifier

%Rec

Limits

Client Sample ID: Matrix Spike DuplicateLab Sample ID: 400-236902-B-1 MSD
Matrix: Water Prep Type: Total/NA
Analysis Batch: 624780

Chloride 1.8 J 10.0 10.7 mg/L 90 73 - 120 1 8

Analyte

MSD MSD

DUnitResult Qualifier %Rec

Spike

Added

Sample

Result

Sample

Qualifier

%Rec

Limits LimitRPD

RPD

Client Sample ID: Method BlankLab Sample ID: MB 400-624976/5
Matrix: Water Prep Type: Total/NA
Analysis Batch: 624976

RL MDL

Chloride ND 2.0 1.4 mg/L 05/15/23 13:17 1

MB MB

Analyte Dil FacAnalyzedPreparedDUnitResult Qualifier

Client Sample ID: Lab Control SampleLab Sample ID: LCS 400-624976/6
Matrix: Water Prep Type: Total/NA
Analysis Batch: 624976

Chloride 50.0 50.6 mg/L 101 90 - 110

Analyte

LCS LCS

DUnitResult Qualifier %Rec

Spike

Added

%Rec

Limits

Client Sample ID: Lab Control SampleLab Sample ID: MRL 400-624976/7
Matrix: Water Prep Type: Total/NA
Analysis Batch: 624976

Chloride 2.00 2.14 mg/L 107 50 - 150

Analyte

MRL MRL

DUnitResult Qualifier %Rec

Spike

Added

%Rec

Limits

Client Sample ID: Matrix SpikeLab Sample ID: 400-236929-A-2 MS
Matrix: Water Prep Type: Total/NA
Analysis Batch: 624976

Chloride 25000 40.0 1790 4 mg/L -5905

5

73 - 120

Analyte

MS MS

DUnitResult Qualifier %Rec

Spike

Added

Sample

Result

Sample

Qualifier

%Rec

Limits

Eurofins Pensacola
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QC Sample Results
Job ID: 400-236902-3Client: Geosyntec Consultants Inc

Project/Site: Crisp County Power

Method: SM 4500 Cl- E - Chloride, Total (Continued)

Client Sample ID: Matrix Spike DuplicateLab Sample ID: 400-236929-A-2 MSD
Matrix: Water Prep Type: Total/NA
Analysis Batch: 624976

Chloride 25000 40.0 1790 4 mg/L -5904

9

73 - 120 0 8

Analyte

MSD MSD

DUnitResult Qualifier %Rec

Spike

Added

Sample

Result

Sample

Qualifier

%Rec

Limits LimitRPD

RPD

Method: SM 4500 F C - Fluoride

Client Sample ID: Method BlankLab Sample ID: MB 400-623192/40
Matrix: Water Prep Type: Total/NA
Analysis Batch: 623192

RL MDL

Fluoride ND 0.10 0.070 mg/L 05/02/23 13:49 1

MB MB

Analyte Dil FacAnalyzedPreparedDUnitResult Qualifier

Client Sample ID: Lab Control SampleLab Sample ID: LCS 400-623192/42
Matrix: Water Prep Type: Total/NA
Analysis Batch: 623192

Fluoride 5.00 5.18 mg/L 104 90 - 110

Analyte

LCS LCS

DUnitResult Qualifier %Rec

Spike

Added

%Rec

Limits

Client Sample ID: Lab Control SampleLab Sample ID: MRL 400-623192/11
Matrix: Water Prep Type: Total/NA
Analysis Batch: 623192

Fluoride 0.100 0.0975 J mg/L 97

Analyte

MRL MRL

DUnitResult Qualifier %Rec

Spike

Added

%Rec

Limits

Client Sample ID: Matrix SpikeLab Sample ID: 400-236902-B-7 MS
Matrix: Water Prep Type: Total/NA
Analysis Batch: 623192

Fluoride 0.083 J 0.100 0.178 mg/L 95 75 - 125

Analyte

MS MS

DUnitResult Qualifier %Rec

Spike

Added

Sample

Result

Sample

Qualifier

%Rec

Limits

Client Sample ID: Matrix Spike DuplicateLab Sample ID: 400-236902-B-7 MSD
Matrix: Water Prep Type: Total/NA
Analysis Batch: 623192

Fluoride 0.083 J 0.100 0.185 mg/L 102 75 - 125 4 4

Analyte

MSD MSD

DUnitResult Qualifier %Rec

Spike

Added

Sample

Result

Sample

Qualifier

%Rec

Limits LimitRPD

RPD

Method: SM 4500 SO4 E - Sulfate, Total

Client Sample ID: Method BlankLab Sample ID: MB 400-623940/12
Matrix: Water Prep Type: Total/NA
Analysis Batch: 623940

RL MDL

Sulfate ND 5.0 1.4 mg/L 05/08/23 12:21 1

MB MB

Analyte Dil FacAnalyzedPreparedDUnitResult Qualifier

Eurofins Pensacola
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QC Sample Results
Job ID: 400-236902-3Client: Geosyntec Consultants Inc

Project/Site: Crisp County Power

Method: SM 4500 SO4 E - Sulfate, Total (Continued)

Client Sample ID: Lab Control SampleLab Sample ID: LCS 400-623940/13
Matrix: Water Prep Type: Total/NA
Analysis Batch: 623940

Sulfate 15.0 16.1 mg/L 107 90 - 110

Analyte

LCS LCS

DUnitResult Qualifier %Rec

Spike

Added

%Rec

Limits

Client Sample ID: Lab Control SampleLab Sample ID: MRL 400-623940/14
Matrix: Water Prep Type: Total/NA
Analysis Batch: 623940

Sulfate 5.00 5.42 mg/L 108 50 - 150

Analyte

MRL MRL

DUnitResult Qualifier %Rec

Spike

Added

%Rec

Limits

Eurofins Pensacola
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Login Sample Receipt Checklist

Client: Geosyntec Consultants Inc Job Number: 400-236902-3

Login Number: 236902

Question Answer Comment

Creator: Whitley, Adrian

List Source: Eurofins Pensacola

List Number: 1

N/ARadioactivity wasn't checked or is </= background as measured by a survey 
meter.

N/AThe cooler's custody seal, if present, is intact.

N/ASample custody seals, if present, are intact.

TrueThe cooler or samples do not appear to have been compromised or 
tampered with.

TrueSamples were received on ice.

TrueCooler Temperature is acceptable.

TrueCooler Temperature is recorded. 1.4, 3.7, 3.6, 2.3°C IR11

TrueCOC is present.

TrueCOC is filled out in ink and legible.

TrueCOC is filled out with all pertinent information.

TrueIs the Field Sampler's name present on COC?

TrueThere are no discrepancies between the containers received and the COC.

TrueSamples are received within Holding Time (excluding tests with immediate 
HTs)

TrueSample containers have legible labels.

TrueContainers are not broken or leaking.

TrueSample collection date/times are provided.

TrueAppropriate sample containers are used.

TrueSample bottles are completely filled.

TrueSample Preservation Verified.

TrueThere is sufficient vol. for all requested analyses, incl. any requested 
MS/MSDs

N/AContainers requiring zero headspace have no headspace or bubble is 
<6mm (1/4").

TrueMultiphasic samples are not present.

TrueSamples do not require splitting or compositing.

N/AResidual Chlorine Checked.

Eurofins Pensacola
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Accreditation/Certification Summary
Client: Geosyntec Consultants Inc Job ID: 400-236902-3
Project/Site: Crisp County Power

Laboratory: Eurofins Pensacola
All accreditations/certifications held by this laboratory are listed.  Not all accreditations/certifications are applicable to this report.

Authority Program Identification Number Expiration Date

Alabama State 40150 06-30-23

ANAB ISO/IEC 17025 L2471 02-22-26

Arkansas DEQ State 88-0689 09-01-23

California State 2510 06-30-23

Florida NELAP E81010 06-30-23

Georgia State E81010(FL) 06-30-23

Illinois NELAP 200041 10-09-23

Kansas NELAP E-10253 10-31-23

Kentucky (UST) State 53 06-30-23

Louisiana (All) NELAP 30976 06-30-23

Louisiana (DW) State LA017 12-31-23

Maryland State 233 09-30-23

Michigan State 9912 06-30-23

North Carolina (WW/SW) State 314 12-31-23

Oklahoma NELAP 9810 08-31-23

Pennsylvania NELAP 68-00467 01-31-24

South Carolina State 96026 06-30-23

Tennessee State TN02907 06-30-23

Texas NELAP T104704286 09-30-23

US Fish & Wildlife US Federal Programs A22340 06-30-23

USDA US Federal Programs P330-21-00056 05-17-24

USDA US Federal Programs FLGNV23001 01-08-26

Virginia NELAP 460166 06-14-23

West Virginia DEP State 136 03-31-24

Eurofins Pensacola
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ANALYTICAL REPORT

PREPARED FOR
Attn: Dawit Yifru

Geosyntec Consultants Inc
1255 Roberts Blvd, NW

Suite 200
Kennesaw, Georgia 30144

Generated 6/7/2023 2:46:28 PM

JOB DESCRIPTION
Crisp County Power

JOB NUMBER
400-236902-4

See page two for job notes and contact information.

Pensacola FL 32514
3355 McLemore Drive
Eurofins Pensacola
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Eurofins Pensacola

Eurofins Pensacola is a laboratory within Eurofins Environment Testing Southeast, LLC, a company within Eurofins Environment Testing Group of Companies

Job Notes
This report may not be reproduced except in full, and with written approval from the laboratory.  The results relate only to the
samples tested.  For questions please contact the Project Manager at the e-mail address or telephone number listed on this
page.

The test results in this report relate only to the samples as received by the laboratory and will meet all requirements of the
methodology, with any exceptions noted. This report shall not be reproduced except in full, without the express written
approval of the laboratory. All questions should be directed to the Eurofins Environment Testing Southeast, LLC Project
Manager.

Authorization

Generated
6/7/2023 2:46:28 PM

Authorized for release by
Cheyenne Whitmire, Project Manager II
Cheyenne.Whitmire@et.eurofinsus.com
(850)471-6222
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Case Narrative
Client: Geosyntec Consultants Inc Job ID: 400-236902-4
Project/Site: Crisp County Power

Job ID: 400-236902-4

Laboratory: Eurofins Pensacola

Narrative

Job Narrative
400-236902-4

Receipt 

The samples were received on 4/29/2023 7:44 AM.  Unless otherwise noted below, the samples arrived in good condition, and where 
required, properly preserved and on ice.  The temperatures of the 4 coolers at receipt time were 1.4º C, 2.3º C, 3.6º C and 3.7º C.

RAD 

Method 9315: Radium-226 batch 611290. Any minimum detectable concentration (MDC), critical value (DLC), or Safe Drinking Water Act 

detection limit (SDWA DL) is sample-specific unless otherwise stated elsewhere in this narrative. Radiochemistry sample results are 
reported with the count date/time applied as the Activity Reference Date. MW-D3-20230427 (400-236902-12), (LCS 160-611290/2-A), 
(LCSD 160-611290/3-A) and (MB 160-611290/1-A) 

Method 9315: Radium-226 batch 611496. Any minimum detectable concentration (MDC), critical value (DLC), or Safe Drinking Water Act 
detection limit (SDWA DL) is sample-specific unless otherwise stated elsewhere in this narrative. Radiochemistry sample results are 
reported with the count date/time applied as the Activity Reference Date. MW-U1-20230426 (400-236902-9), MW-D1-20230426 
(400-236902-10), MW-D2-20230426 (400-236902-11), (LCS 160-611496/2-A), (LCSD 160-611496/3-A) and (MB 160-611496/1-A) 

Method 9320: Radium-228 prep batch 160-611300. Any minimum detectable concentration (MDC), critical value (DLC), or Safe Drinking 
Water Act detection limit (SDWA DL) is sample-specific unless otherwise stated elsewhere in this narrative. Radiochemistry sample 
results are reported with the count date/time applied as the Activity Reference Date. MW-D3-20230427 (400-236902-12), (LCS 
160-611300/2-A), (LCSD 160-611300/3-A) and (MB 160-611300/1-A)

Method 9320: Radium-228 batch 611507. The LCS recovered at (126%). The limits in our LIMS system at 75-125 reflect the requirements 
of a regulatory agency that represents a large amount of our work. However the samples associated with this LCS are not from this 
agency and are therefore held to our in-house statistical limits of (62-148%) per method requirements. The LCS passes, no further action 
is required. (LCS 160-611507/2-A)

Method 9320: Radium-228 batch 611507. Any minimum detectable concentration (MDC), critical value (DLC), or Safe Drinking Water Act 
detection limit (SDWA DL) is sample-specific unless otherwise stated elsewhere in this narrative. Radiochemistry sample results are 
reported with the count date/time applied as the Activity Reference Date. MW-U1-20230426 (400-236902-9), MW-D1-20230426 
(400-236902-10), MW-D2-20230426 (400-236902-11), (LCS 160-611507/2-A), (LCSD 160-611507/3-A) and (MB 160-611507/1-A) 

Method 9320: Radium-228 prep batch 160-611507. The following sample(s) did not meet the requested limit (RL) due to the reduced 

sample volume attributed to limited volume available for analysis. The data have been reported with this narrative. MW-U1-20230426 
(400-236902-9), MW-D1-20230426 (400-236902-10) and MW-D2-20230426 (400-236902-11)

Method PrecSep_0: Radium-228 Prep Batch 160-611042. Insufficient sample volume was available to perform a sample duplicate for the 

following samples: MW-U1-20230426 (400-236902-9), MW-D1-20230426 (400-236902-10) and MW-D2-20230426 (400-236902-11). A 
laboratory control sample/ laboratory control sample duplicate (LCS/LCSD) were prepared instead to demonstrate batch precision.

Method PrecSep_0: Radium-228 Prep Batch 160-611300. Insufficient sample volume was available to perform a sample duplicate for the 
following samples: MW-D3-20230427 (400-236902-12). A laboratory control sample/ laboratory control sample duplicate (LCS/LCSD) 

were prepared instead to demonstrate batch precision.

Method PrecSep_0: Radium-228 Prep Batch 160-611496. Insufficient sample volume was available to perform a sample duplicate for the 

following samples: MW-U1-20230426 (400-236902-9), MW-D1-20230426 (400-236902-10) and MW-D2-20230426 (400-236902-11). A 
laboratory control sample/ laboratory control sample duplicate (LCS/LCSD) were prepared instead to demonstrate batch precision.

Method PrecSep-21: Radium-226 Prep Batch 160-611031. Insufficient sample volume was available to perform a sample duplicate for the 
following samples: MW-U1-20230426 (400-236902-9), MW-D1-20230426 (400-236902-10) and MW-D2-20230426 (400-236902-11). A 

laboratory control sample/ laboratory control sample duplicate (LCS/LCSD) were prepared instead to demonstrate batch precision.

Method PrecSep-21: Radium-226 Prep Batch 160-611290. Insufficient sample volume was available to perform a sample duplicate for the 

following samples: MW-D3-20230427 (400-236902-12). A laboratory control sample/ laboratory control sample duplicate (LCS/LCSD) 

Eurofins Pensacola
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Case Narrative
Client: Geosyntec Consultants Inc Job ID: 400-236902-4
Project/Site: Crisp County Power

Job ID: 400-236902-4 (Continued)

Laboratory: Eurofins Pensacola (Continued)

were prepared instead to demonstrate batch precision.

Method PrecSep-21: Radium-226 Prep Batch 160-611496. Insufficient sample volume was available to perform a sample duplicate for the 

following samples: MW-U1-20230426 (400-236902-9), MW-D1-20230426 (400-236902-10) and MW-D2-20230426 (400-236902-11). A 

laboratory control sample/ laboratory control sample duplicate (LCS/LCSD) were prepared instead to demonstrate batch precision.

No additional analytical or quality issues were noted, other than those described above or in the Definitions/Glossary page.

Eurofins Pensacola
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Method Summary
Job ID: 400-236902-4Client: Geosyntec Consultants Inc

Project/Site: Crisp County Power

Method Method Description LaboratoryProtocol

SW8469315 Radium-226 (GFPC) EET SL

SW8469320 Radium-228 (GFPC) EET SL

TAL-STLRa226_Ra228 Combined Radium-226 and Radium-228 EET SL

NonePrecSep_0 Preparation, Precipitate Separation EET SL

NonePrecSep-21 Preparation, Precipitate Separation (21-Day In-Growth) EET SL

Protocol References:

None = None

SW846 = "Test Methods For Evaluating Solid Waste, Physical/Chemical Methods", Third Edition, November 1986 And Its Updates.

TAL-STL = TestAmerica Laboratories, St. Louis, Facility Standard Operating Procedure.

Laboratory References:

EET SL = Eurofins St. Louis, 13715 Rider Trail North, Earth City, MO 63045, TEL (314)298-8566

Eurofins Pensacola
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Sample Summary
Client: Geosyntec Consultants Inc Job ID: 400-236902-4
Project/Site: Crisp County Power

Lab Sample ID Client Sample ID Matrix Collected Received

400-236902-9 MW-U1-20230426 Water 04/26/23 11:52 04/29/23 07:44

400-236902-10 MW-D1-20230426 Water 04/26/23 13:33 04/29/23 07:44

400-236902-11 MW-D2-20230426 Water 04/26/23 16:51 04/29/23 07:44

400-236902-12 MW-D3-20230427 Water 04/27/23 08:48 04/29/23 07:44

Eurofins PensacolaPage 7 of 24 6/7/2023
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Client Sample Results
Job ID: 400-236902-4Client: Geosyntec Consultants Inc

Project/Site: Crisp County Power

Lab Sample ID: 400-236902-9Client Sample ID: MW-U1-20230426
Matrix: WaterDate Collected: 04/26/23 11:52

Date Received: 04/29/23 07:44

Method: SW846 9315 - Radium-226 (GFPC)

Analyte

0.412 U

(2σ+/-)

0.416

(2σ+/-)

106/07/23 06:3205/15/23 11:54pCi/L0.6361.00

RL MDC

0.415

Dil FacAnalyzedPreparedUnitResult Qualifier

Count Total

Uncert. Uncert.

Radium-226

Ba Carrier 30 - 110

Carrier

05/15/23 11:54 06/07/23 06:32 1

Dil FacAnalyzedPreparedQualifier Limits%Yield

57.5

Method: SW846 9320 - Radium-228 (GFPC)

Analyte

0.982 U G

(2σ+/-)

1.06

(2σ+/-)

106/06/23 13:1605/15/23 13:17pCi/L1.721.00

RL MDC

1.06

Dil FacAnalyzedPreparedUnitResult Qualifier

Count Total

Uncert. Uncert.

Radium-228

Ba Carrier 30 - 110

Carrier

05/15/23 13:17 06/06/23 13:16 1

Dil FacAnalyzedPreparedQualifier Limits%Yield

57.5

Y Carrier 30 - 110 05/15/23 13:17 06/06/23 13:16 179.8

Method: TAL-STL Ra226_Ra228 - Combined Radium-226 and Radium-228

Analyte

1.39 U

(2σ+/-)

1.14

(2σ+/-)

106/07/23 11:57pCi/L1.725.00

RL MDC

1.14

Dil FacAnalyzedPreparedUnitResult Qualifier

Count Total

Uncert. Uncert.

Combined Radium 226 

+ 228

Eurofins Pensacola
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Client Sample Results
Job ID: 400-236902-4Client: Geosyntec Consultants Inc

Project/Site: Crisp County Power

Lab Sample ID: 400-236902-10Client Sample ID: MW-D1-20230426
Matrix: WaterDate Collected: 04/26/23 13:33

Date Received: 04/29/23 07:44

Method: SW846 9315 - Radium-226 (GFPC)

Analyte

0.411 U

(2σ+/-)

0.471

(2σ+/-)

106/07/23 06:3205/15/23 11:54pCi/L0.7661.00

RL MDC

0.470

Dil FacAnalyzedPreparedUnitResult Qualifier

Count Total

Uncert. Uncert.

Radium-226

Ba Carrier 30 - 110

Carrier

05/15/23 11:54 06/07/23 06:32 1

Dil FacAnalyzedPreparedQualifier Limits%Yield

79.8

Method: SW846 9320 - Radium-228 (GFPC)

Analyte

0.662 U G

(2σ+/-)

0.854

(2σ+/-)

106/06/23 13:1605/15/23 13:17pCi/L1.421.00

RL MDC

0.851

Dil FacAnalyzedPreparedUnitResult Qualifier

Count Total

Uncert. Uncert.

Radium-228

Ba Carrier 30 - 110

Carrier

05/15/23 13:17 06/06/23 13:16 1

Dil FacAnalyzedPreparedQualifier Limits%Yield

79.8

Y Carrier 30 - 110 05/15/23 13:17 06/06/23 13:16 173.9

Method: TAL-STL Ra226_Ra228 - Combined Radium-226 and Radium-228

Analyte

1.07 U

(2σ+/-)

0.975

(2σ+/-)

106/07/23 11:57pCi/L1.425.00

RL MDC

0.972

Dil FacAnalyzedPreparedUnitResult Qualifier

Count Total

Uncert. Uncert.

Combined Radium 226 

+ 228

Eurofins Pensacola
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Client Sample Results
Job ID: 400-236902-4Client: Geosyntec Consultants Inc

Project/Site: Crisp County Power

Lab Sample ID: 400-236902-11Client Sample ID: MW-D2-20230426
Matrix: WaterDate Collected: 04/26/23 16:51

Date Received: 04/29/23 07:44

Method: SW846 9315 - Radium-226 (GFPC)

Analyte

0.103 U

(2σ+/-)

0.276

(2σ+/-)

106/07/23 06:3605/15/23 11:54pCi/L0.5181.00

RL MDC

0.275

Dil FacAnalyzedPreparedUnitResult Qualifier

Count Total

Uncert. Uncert.

Radium-226

Ba Carrier 30 - 110

Carrier

05/15/23 11:54 06/07/23 06:36 1

Dil FacAnalyzedPreparedQualifier Limits%Yield

85.0

Method: SW846 9320 - Radium-228 (GFPC)

Analyte

0.989 U G

(2σ+/-)

0.712

(2σ+/-)

106/06/23 13:1605/15/23 13:17pCi/L1.061.00

RL MDC

0.706

Dil FacAnalyzedPreparedUnitResult Qualifier

Count Total

Uncert. Uncert.

Radium-228

Ba Carrier 30 - 110

Carrier

05/15/23 13:17 06/06/23 13:16 1

Dil FacAnalyzedPreparedQualifier Limits%Yield

85.0

Y Carrier 30 - 110 05/15/23 13:17 06/06/23 13:16 188.5

Method: TAL-STL Ra226_Ra228 - Combined Radium-226 and Radium-228

Analyte

1.09

(2σ+/-)

0.764

(2σ+/-)

106/07/23 11:57pCi/L1.065.00

RL MDC

0.758

Dil FacAnalyzedPreparedUnitResult Qualifier

Count Total

Uncert. Uncert.

Combined Radium 
226 + 228

Eurofins Pensacola
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Client Sample Results
Job ID: 400-236902-4Client: Geosyntec Consultants Inc

Project/Site: Crisp County Power

Lab Sample ID: 400-236902-12Client Sample ID: MW-D3-20230427
Matrix: WaterDate Collected: 04/27/23 08:48

Date Received: 04/29/23 07:44

Method: SW846 9315 - Radium-226 (GFPC)

Analyte

0.0295 U

(2σ+/-)

0.102

(2σ+/-)

106/06/23 08:2805/12/23 11:17pCi/L0.1881.00

RL MDC

0.102

Dil FacAnalyzedPreparedUnitResult Qualifier

Count Total

Uncert. Uncert.

Radium-226

Ba Carrier 30 - 110

Carrier

05/12/23 11:17 06/06/23 08:28 1

Dil FacAnalyzedPreparedQualifier Limits%Yield

91.8

Method: SW846 9320 - Radium-228 (GFPC)

Analyte

0.525 U

(2σ+/-)

0.365

(2σ+/-)

106/02/23 13:2005/12/23 12:20pCi/L0.5341.00

RL MDC

0.361

Dil FacAnalyzedPreparedUnitResult Qualifier

Count Total

Uncert. Uncert.

Radium-228

Ba Carrier 30 - 110

Carrier

05/12/23 12:20 06/02/23 13:20 1

Dil FacAnalyzedPreparedQualifier Limits%Yield

91.8

Y Carrier 30 - 110 05/12/23 12:20 06/02/23 13:20 181.7

Method: TAL-STL Ra226_Ra228 - Combined Radium-226 and Radium-228

Analyte

0.555

(2σ+/-)

0.379

(2σ+/-)

106/07/23 12:07pCi/L0.5345.00

RL MDC

0.375

Dil FacAnalyzedPreparedUnitResult Qualifier

Count Total

Uncert. Uncert.

Combined Radium 
226 + 228

Eurofins Pensacola
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Definitions/Glossary
Job ID: 400-236902-4Client: Geosyntec Consultants Inc

Project/Site: Crisp County Power

Qualifiers

Rad
Qualifier Description

G The Sample MDC is greater than the requested RL.

Qualifier

U Result is less than the sample detection limit.

Glossary

These commonly used abbreviations may or may not be present in this report.

¤ Listed under the "D" column to designate that the result is reported on a dry weight basis

Abbreviation

%R Percent Recovery

CFL Contains Free Liquid

CFU Colony Forming Unit

CNF Contains No Free Liquid

DER Duplicate Error Ratio (normalized absolute difference)

Dil Fac Dilution Factor

DL Detection Limit (DoD/DOE)

DL, RA, RE, IN Indicates a Dilution, Re-analysis, Re-extraction, or additional Initial metals/anion analysis of the sample

DLC Decision Level Concentration (Radiochemistry)

EDL Estimated Detection Limit (Dioxin)

LOD Limit of Detection (DoD/DOE)

LOQ Limit of Quantitation (DoD/DOE)

MCL EPA recommended "Maximum Contaminant Level"

MDA Minimum Detectable Activity (Radiochemistry)

MDC Minimum Detectable Concentration (Radiochemistry)

MDL Method Detection Limit

ML Minimum Level (Dioxin)

MPN Most Probable Number

MQL Method Quantitation Limit

NC Not Calculated

ND Not Detected at the reporting limit (or MDL or EDL if shown)

NEG Negative / Absent

POS Positive / Present

PQL Practical Quantitation Limit

PRES Presumptive

QC Quality Control

RER Relative Error Ratio (Radiochemistry)

RL Reporting Limit or Requested Limit (Radiochemistry)

RPD Relative Percent Difference, a measure of the relative difference between two points

TEF Toxicity Equivalent Factor (Dioxin)

TEQ Toxicity Equivalent Quotient (Dioxin)

TNTC Too Numerous To Count

Eurofins Pensacola
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Lab Chronicle
Client: Geosyntec Consultants Inc Job ID: 400-236902-4
Project/Site: Crisp County Power

Client Sample ID: MW-U1-20230426 Lab Sample ID: 400-236902-9
Matrix: WaterDate Collected: 04/26/23 11:52

Date Received: 04/29/23 07:44

Prep PrecSep-21 KAC611496 EET SL

Type

Batch Batch

MethodPrep Type LabAnalystRun

Prepared

or Analyzed

Batch

Number

Dilution

Factor

Total/NA 05/15/23 11:54

Analysis 9315 1 614732 FLC EET SLTotal/NA 06/07/23 06:32

Prep PrecSep_0 611507 KAC EET SLTotal/NA 05/15/23 13:17

Analysis 9320 1 614548 FLC EET SLTotal/NA 06/06/23 13:16

Analysis Ra226_Ra228 1 614752 SCB EET SLTotal/NA 06/07/23 11:57

Client Sample ID: MW-D1-20230426 Lab Sample ID: 400-236902-10
Matrix: WaterDate Collected: 04/26/23 13:33

Date Received: 04/29/23 07:44

Prep PrecSep-21 KAC611496 EET SL

Type

Batch Batch

MethodPrep Type LabAnalystRun

Prepared

or Analyzed

Batch

Number

Dilution

Factor

Total/NA 05/15/23 11:54

Analysis 9315 1 614732 FLC EET SLTotal/NA 06/07/23 06:32

Prep PrecSep_0 611507 KAC EET SLTotal/NA 05/15/23 13:17

Analysis 9320 1 614548 FLC EET SLTotal/NA 06/06/23 13:16

Analysis Ra226_Ra228 1 614752 SCB EET SLTotal/NA 06/07/23 11:57

Client Sample ID: MW-D2-20230426 Lab Sample ID: 400-236902-11
Matrix: WaterDate Collected: 04/26/23 16:51

Date Received: 04/29/23 07:44

Prep PrecSep-21 KAC611496 EET SL

Type

Batch Batch

MethodPrep Type LabAnalystRun

Prepared

or Analyzed

Batch

Number

Dilution

Factor

Total/NA 05/15/23 11:54

Analysis 9315 1 614732 FLC EET SLTotal/NA 06/07/23 06:36

Prep PrecSep_0 611507 KAC EET SLTotal/NA 05/15/23 13:17

Analysis 9320 1 614548 FLC EET SLTotal/NA 06/06/23 13:16

Analysis Ra226_Ra228 1 614752 SCB EET SLTotal/NA 06/07/23 11:57

Client Sample ID: MW-D3-20230427 Lab Sample ID: 400-236902-12
Matrix: WaterDate Collected: 04/27/23 08:48

Date Received: 04/29/23 07:44

Prep PrecSep-21 KAC611290 EET SL

Type

Batch Batch

MethodPrep Type LabAnalystRun

Prepared

or Analyzed

Batch

Number

Dilution

Factor

Total/NA 05/12/23 11:17

Analysis 9315 1 614545 SCB EET SLTotal/NA 06/06/23 08:28

Prep PrecSep_0 611300 KAC EET SLTotal/NA 05/12/23 12:20

Analysis 9320 1 614272 SCB EET SLTotal/NA 06/02/23 13:20

Analysis Ra226_Ra228 1 614761 SCB EET SLTotal/NA 06/07/23 12:07

Laboratory References:

EET SL = Eurofins St. Louis, 13715 Rider Trail North, Earth City, MO 63045, TEL (314)298-8566

Eurofins Pensacola
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QC Association Summary
Job ID: 400-236902-4Client: Geosyntec Consultants Inc

Project/Site: Crisp County Power

Rad

Prep Batch: 611290

Lab Sample ID Client Sample ID Prep Type Matrix Method Prep Batch

Water PrecSep-21400-236902-12 MW-D3-20230427 Total/NA

Water PrecSep-21MB 160-611290/1-A Method Blank Total/NA

Water PrecSep-21LCS 160-611290/2-A Lab Control Sample Total/NA

Water PrecSep-21LCSD 160-611290/3-A Lab Control Sample Dup Total/NA

Prep Batch: 611300

Lab Sample ID Client Sample ID Prep Type Matrix Method Prep Batch

Water PrecSep_0400-236902-12 MW-D3-20230427 Total/NA

Water PrecSep_0MB 160-611300/1-A Method Blank Total/NA

Water PrecSep_0LCS 160-611300/2-A Lab Control Sample Total/NA

Water PrecSep_0LCSD 160-611300/3-A Lab Control Sample Dup Total/NA

Prep Batch: 611496

Lab Sample ID Client Sample ID Prep Type Matrix Method Prep Batch

Water PrecSep-21400-236902-9 MW-U1-20230426 Total/NA

Water PrecSep-21400-236902-10 MW-D1-20230426 Total/NA

Water PrecSep-21400-236902-11 MW-D2-20230426 Total/NA

Water PrecSep-21MB 160-611496/1-A Method Blank Total/NA

Water PrecSep-21LCS 160-611496/2-A Lab Control Sample Total/NA

Water PrecSep-21LCSD 160-611496/3-A Lab Control Sample Dup Total/NA

Prep Batch: 611507

Lab Sample ID Client Sample ID Prep Type Matrix Method Prep Batch

Water PrecSep_0400-236902-9 MW-U1-20230426 Total/NA

Water PrecSep_0400-236902-10 MW-D1-20230426 Total/NA

Water PrecSep_0400-236902-11 MW-D2-20230426 Total/NA

Water PrecSep_0MB 160-611507/1-A Method Blank Total/NA

Water PrecSep_0LCS 160-611507/2-A Lab Control Sample Total/NA

Water PrecSep_0LCSD 160-611507/3-A Lab Control Sample Dup Total/NA

Eurofins Pensacola
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QC Sample Results
Job ID: 400-236902-4Client: Geosyntec Consultants Inc

Project/Site: Crisp County Power

Method: 9315 - Radium-226 (GFPC)

Client Sample ID: Method BlankLab Sample ID: MB 160-611290/1-A
Matrix: Water Prep Type: Total/NA
Analysis Batch: 614545 Prep Batch: 611290

Radium-226

Analyte

U 106/06/23 08:2705/12/23 11:17pCi/L0.122

MDC

1.00

RL

0.05640.0564

(2σ+/-) (2σ+/-)

MB

0.002034

MB

Dil FacPrepared AnalyzedUnitResult Qualifier

Uncert.

Count

Uncert.

Total

Carrier

Ba Carrier 30 - 110 05/12/23 11:17 06/06/23 08:27 1

Dil FacPrepared AnalyzedQualifier Limits%Yield

90.5

MB MB

Client Sample ID: Lab Control SampleLab Sample ID: LCS 160-611290/2-A
Matrix: Water Prep Type: Total/NA
Analysis Batch: 614545 Prep Batch: 611290

Radium-226

Analyte

113-759310.4911.3 1.15 1.00 0.119

RL MDC(2σ+/-)

LCS LCS

pCi/L

UnitResult Qual %RecAdded

Spike

Limits

%RecUncert.

Total

Ba Carrier

Carrier

30 - 110

LCS

Qualifier Limits%Yield

91.0

LCS

Client Sample ID: Lab Control Sample DupLab Sample ID: LCSD 160-611290/3-A
Matrix: Water Prep Type: Total/NA
Analysis Batch: 614545 Prep Batch: 611290

Radium-226

Analyte

10.16113-758910.1211.3 1.11 1.00 0.128

RL MDC(2σ+/-)

LCSD LCSD

pCi/L

UnitResult Qual %Rec LimitAdded

Spike

Limits

%RecUncert.

Total

RER

RER

Ba Carrier

Carrier

30 - 110

LCSD

Qualifier Limits%Yield

92.0

LCSD

Client Sample ID: Method BlankLab Sample ID: MB 160-611496/1-A
Matrix: Water Prep Type: Total/NA
Analysis Batch: 614731 Prep Batch: 611496

Radium-226

Analyte

U 106/07/23 06:5405/15/23 11:54pCi/L0.357

MDC

1.00

RL

0.1730.173

(2σ+/-) (2σ+/-)

MB

-0.02874

MB

Dil FacPrepared AnalyzedUnitResult Qualifier

Uncert.

Count

Uncert.

Total

Carrier

Ba Carrier 30 - 110 05/15/23 11:54 06/07/23 06:54 1

Dil FacPrepared AnalyzedQualifier Limits%Yield

77.3

MB MB

Client Sample ID: Lab Control SampleLab Sample ID: LCS 160-611496/2-A
Matrix: Water Prep Type: Total/NA
Analysis Batch: 614731 Prep Batch: 611496

Radium-226

Analyte

113-75829.31411.3 1.20 1.00 0.303

RL MDC(2σ+/-)

LCS LCS

pCi/L

UnitResult Qual %RecAdded

Spike

Limits

%RecUncert.

Total

Eurofins Pensacola
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QC Sample Results
Job ID: 400-236902-4Client: Geosyntec Consultants Inc

Project/Site: Crisp County Power

Method: 9315 - Radium-226 (GFPC) (Continued)

Client Sample ID: Lab Control SampleLab Sample ID: LCS 160-611496/2-A
Matrix: Water Prep Type: Total/NA
Analysis Batch: 614731 Prep Batch: 611496

Ba Carrier

Carrier

30 - 110

LCS

Qualifier Limits%Yield

82.3

LCS

Client Sample ID: Lab Control Sample DupLab Sample ID: LCSD 160-611496/3-A
Matrix: Water Prep Type: Total/NA
Analysis Batch: 614731 Prep Batch: 611496

Radium-226

Analyte

10.78113-7510011.3711.3 1.43 1.00 0.330

RL MDC(2σ+/-)

LCSD LCSD

pCi/L

UnitResult Qual %Rec LimitAdded

Spike

Limits

%RecUncert.

Total

RER

RER

Ba Carrier

Carrier

30 - 110

LCSD

Qualifier Limits%Yield

72.5

LCSD

Method: 9320 - Radium-228 (GFPC)

Client Sample ID: Method BlankLab Sample ID: MB 160-611300/1-A
Matrix: Water Prep Type: Total/NA
Analysis Batch: 614272 Prep Batch: 611300

Radium-228

Analyte

U 106/02/23 13:1905/12/23 12:20pCi/L0.572

MDC

1.00

RL

0.3540.352

(2σ+/-) (2σ+/-)

MB

0.3316

MB

Dil FacPrepared AnalyzedUnitResult Qualifier

Uncert.

Count

Uncert.

Total

Carrier

Ba Carrier 30 - 110 05/12/23 12:20 06/02/23 13:19 1

Dil FacPrepared AnalyzedQualifier Limits%Yield

90.5

MB MB

05/12/23 12:20 06/02/23 13:19 1Y Carrier 84.8 30 - 110

Client Sample ID: Lab Control SampleLab Sample ID: LCS 160-611300/2-A
Matrix: Water Prep Type: Total/NA
Analysis Batch: 614272 Prep Batch: 611300

Radium-228

Analyte

125-751169.4758.15 1.34 1.00 0.589

RL MDC(2σ+/-)

LCS LCS

pCi/L

UnitResult Qual %RecAdded

Spike

Limits

%RecUncert.

Total

Ba Carrier

Carrier

30 - 110

LCS

Qualifier Limits%Yield

91.0

LCS

Y Carrier 80.9 30 - 110

Client Sample ID: Lab Control Sample DupLab Sample ID: LCSD 160-611300/3-A
Matrix: Water Prep Type: Total/NA
Analysis Batch: 614272 Prep Batch: 611300

Radium-228

Analyte

10.40125-751048.4398.15 1.23 1.00 0.611

RL MDC(2σ+/-)

LCSD LCSD

pCi/L

UnitResult Qual %Rec LimitAdded

Spike

Limits

%RecUncert.

Total

RER

RER

Eurofins Pensacola
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QC Sample Results
Job ID: 400-236902-4Client: Geosyntec Consultants Inc

Project/Site: Crisp County Power

Method: 9320 - Radium-228 (GFPC) (Continued)

Client Sample ID: Lab Control Sample DupLab Sample ID: LCSD 160-611300/3-A
Matrix: Water Prep Type: Total/NA
Analysis Batch: 614272 Prep Batch: 611300

Ba Carrier

Carrier

30 - 110

LCSD

Qualifier Limits%Yield

92.0

LCSD

Y Carrier 81.2 30 - 110

Client Sample ID: Method BlankLab Sample ID: MB 160-611507/1-A
Matrix: Water Prep Type: Total/NA
Analysis Batch: 614547 Prep Batch: 611507

Radium-228

Analyte

U 106/06/23 13:0605/15/23 13:17pCi/L0.683

MDC

1.00

RL

0.3940.393

(2σ+/-) (2σ+/-)

MB

0.1895

MB

Dil FacPrepared AnalyzedUnitResult Qualifier

Uncert.

Count

Uncert.

Total

Carrier

Ba Carrier 30 - 110 05/15/23 13:17 06/06/23 13:06 1

Dil FacPrepared AnalyzedQualifier Limits%Yield

77.3

MB MB

05/15/23 13:17 06/06/23 13:06 1Y Carrier 80.1 30 - 110

Client Sample ID: Lab Control SampleLab Sample ID: LCS 160-611507/2-A
Matrix: Water Prep Type: Total/NA
Analysis Batch: 614547 Prep Batch: 611507

Radium-228

Analyte

125-7512610.258.14 1.43 1.00 0.654

RL MDC(2σ+/-)

LCS LCS

pCi/L

UnitResult Qual %RecAdded

Spike

Limits

%RecUncert.

Total

Ba Carrier

Carrier

30 - 110

LCS

Qualifier Limits%Yield

82.3

LCS

Y Carrier 78.9 30 - 110

Client Sample ID: Lab Control Sample DupLab Sample ID: LCSD 160-611507/3-A
Matrix: Water Prep Type: Total/NA
Analysis Batch: 614547 Prep Batch: 611507

Radium-228

Analyte

10.18125-751209.7548.14 1.42 1.00 0.680

RL MDC(2σ+/-)

LCSD LCSD

pCi/L

UnitResult Qual %Rec LimitAdded

Spike

Limits

%RecUncert.

Total

RER

RER

Ba Carrier

Carrier

30 - 110

LCSD

Qualifier Limits%Yield

72.5

LCSD

Y Carrier 82.6 30 - 110

Eurofins Pensacola
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Login Sample Receipt Checklist

Client: Geosyntec Consultants Inc Job Number: 400-236902-4

Login Number: 236902

Question Answer Comment

Creator: Whitley, Adrian

List Source: Eurofins Pensacola

List Number: 1

N/ARadioactivity wasn't checked or is </= background as measured by a survey 
meter.

N/AThe cooler's custody seal, if present, is intact.

N/ASample custody seals, if present, are intact.

TrueThe cooler or samples do not appear to have been compromised or 
tampered with.

TrueSamples were received on ice.

TrueCooler Temperature is acceptable.

TrueCooler Temperature is recorded. 1.4, 3.7, 3.6, 2.3°C IR11

TrueCOC is present.

TrueCOC is filled out in ink and legible.

TrueCOC is filled out with all pertinent information.

TrueIs the Field Sampler's name present on COC?

TrueThere are no discrepancies between the containers received and the COC.

TrueSamples are received within Holding Time (excluding tests with immediate 
HTs)

TrueSample containers have legible labels.

TrueContainers are not broken or leaking.

TrueSample collection date/times are provided.

TrueAppropriate sample containers are used.

TrueSample bottles are completely filled.

TrueSample Preservation Verified.

TrueThere is sufficient vol. for all requested analyses, incl. any requested 
MS/MSDs

N/AContainers requiring zero headspace have no headspace or bubble is 
<6mm (1/4").

TrueMultiphasic samples are not present.

TrueSamples do not require splitting or compositing.

N/AResidual Chlorine Checked.

Eurofins Pensacola
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Login Sample Receipt Checklist

Client: Geosyntec Consultants Inc Job Number: 400-236902-4

Login Number: 236902

Question Answer Comment

Creator: Worthington, Sierra M

List Source: Eurofins St. Louis

List Creation: 05/02/23 01:44 PMList Number: 2

TrueRadioactivity wasn't checked or is </= background as measured by a survey 
meter.

TrueThe cooler's custody seal, if present, is intact.

TrueSample custody seals, if present, are intact.

TrueThe cooler or samples do not appear to have been compromised or 
tampered with.

N/ASamples were received on ice.

TrueCooler Temperature is acceptable.

TrueCooler Temperature is recorded.

TrueCOC is present.

TrueCOC is filled out in ink and legible.

TrueCOC is filled out with all pertinent information.

TrueIs the Field Sampler's name present on COC?

TrueThere are no discrepancies between the containers received and the COC.

TrueSamples are received within Holding Time (excluding tests with immediate 
HTs)

TrueSample containers have legible labels.

TrueContainers are not broken or leaking.

TrueSample collection date/times are provided.

TrueAppropriate sample containers are used.

TrueSample bottles are completely filled.

TrueSample Preservation Verified.

TrueThere is sufficient vol. for all requested analyses, incl. any requested 
MS/MSDs

TrueContainers requiring zero headspace have no headspace or bubble is 
<6mm (1/4").

TrueMultiphasic samples are not present.

TrueSamples do not require splitting or compositing.

N/AResidual Chlorine Checked.

Eurofins Pensacola
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Accreditation/Certification Summary
Client: Geosyntec Consultants Inc Job ID: 400-236902-4
Project/Site: Crisp County Power

Laboratory: Eurofins St. Louis
All accreditations/certifications held by this laboratory are listed.  Not all accreditations/certifications are applicable to this report.

Authority Program Identification Number Expiration Date

Alaska (UST) State 20-001 05-06-25

ANAB Dept. of Defense ELAP L2305 04-06-25

ANAB Dept. of Energy L2305.01 04-06-25

ANAB ISO/IEC 17025 L2305 04-06-25

Arizona State AZ0813 12-08-23

California Los Angeles County Sanitation 

Districts

10259 06-30-22 *

California State 2886 06-30-23

Florida NELAP E87689 06-30-23

HI - RadChem Recognition State n/a 06-30-23

Illinois NELAP 200023 11-30-23

Iowa State 373 12-01-24

Kansas NELAP E-10236 10-31-23

Kentucky (DW) State KY90125 12-31-23

Kentucky (WW) State KY90125 (Permit 

KY0004049)

12-31-23

Louisiana (All) NELAP 04080 06-30-23

Louisiana (DW) State LA011 12-31-23

Maryland State 310 09-30-23

MI - RadChem Recognition State 9005 06-30-23

Missouri State 780 06-30-25

Nevada State MO000542020-1 07-31-23

New Jersey NELAP MO002 06-30-23

New York NELAP 11616 03-31-24

North Carolina (DW) State 29700 07-31-23

North Dakota State R-207 06-30-23

Oklahoma NELAP 9997 08-31-23

Oregon NELAP 4157 09-01-23

Pennsylvania NELAP 68-00540 02-28-24

South Carolina State 85002001 06-30-23

Texas NELAP T104704193 07-31-23

US Fish & Wildlife US Federal Programs 058448 07-31-23

USDA US Federal Programs P330-17-00028 05-18-26

Utah NELAP MO000542021-14 07-31-23

Virginia NELAP 10310 06-14-23

Washington State C592 08-30-23

West Virginia DEP State 381 10-31-23

Eurofins Pensacola

* Accreditation/Certification renewal pending - accreditation/certification considered valid.
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Constituent Well Upper Lim. Lower Lim. Date Observ. Sig. Bg N %NDs Transform Alpha Method

Boron (mg/L) MW-D1 0.05 n/a 4/26/2023 0.1 Yes 21 71.43 n/a 0.003862 NP Inter  (NDs) 1 of 2

Boron (mg/L) MW-D2 0.05 n/a 4/26/2023 0.12 Yes 21 71.43 n/a 0.003862 NP Inter  (NDs) 1 of 2

Boron (mg/L) MW-D3 0.05 n/a 4/27/2023 0.17 Yes 21 71.43 n/a 0.003862 NP Inter  (NDs) 1 of 2

Calcium (mg/L) MW-D1 39.53 n/a 4/26/2023 68 Yes 20 0 No 0.002505 Param Inter 1 of 2

Calcium (mg/L) MW-D2 39.53 n/a 4/26/2023 130 Yes 20 0 No 0.002505 Param Inter 1 of 2

Calcium (mg/L) MW-D3 39.53 n/a 4/27/2023 87 Yes 20 0 No 0.002505 Param Inter 1 of 2

Chloride (mg/L) MW-D1 9.8 n/a 4/26/2023 4.1 No 20 5 n/a 0.004138 NP Inter (normality) ...

Chloride (mg/L) MW-D2 9.8 n/a 4/26/2023 3 No 20 5 n/a 0.004138 NP Inter (normality) ...

Chloride (mg/L) MW-D3 9.8 n/a 4/27/2023 2.6 No 20 5 n/a 0.004138 NP Inter (normality) ...

Field pH (SU) MW-D1 9.355 5.789 4/26/2023 7.09 No 21 0 No 0.001253 Param Inter 1 of 2

Field pH (SU) MW-D2 9.355 5.789 4/26/2023 6.78 No 21 0 No 0.001253 Param Inter 1 of 2

Field pH (SU) MW-D3 9.355 5.789 4/27/2023 6.56 No 21 0 No 0.001253 Param Inter 1 of 2

Fluoride (mg/L) MW-D1 0.1006 n/a 4/26/2023 0.083J No 21 14.29 ln(x) 0.002505 Param Inter 1 of 2

Fluoride (mg/L) MW-D2 0.1006 n/a 4/26/2023 0.05ND No 21 14.29 ln(x) 0.002505 Param Inter 1 of 2

Fluoride (mg/L) MW-D3 0.1006 n/a 4/27/2023 0.12 Yes 21 14.29 ln(x) 0.002505 Param Inter 1 of 2

Sulfate (mg/L) MW-D1 8.867 n/a 4/26/2023 26 Yes 20 10 n/a 0.004138 NP Inter (normality) ...

Sulfate (mg/L) MW-D2 8.867 n/a 4/26/2023 14 Yes 20 10 n/a 0.004138 NP Inter (normality) ...

Sulfate (mg/L) MW-D3 8.867 n/a 4/27/2023 28 Yes 20 10 n/a 0.004138 NP Inter (normality) ...

Total Dissolved Solids (mg/L) MW-D1 142.5 n/a 4/26/2023 200 Yes 20 0 No 0.002505 Param Inter 1 of 2

Total Dissolved Solids (mg/L) MW-D2 142.5 n/a 4/26/2023 370 Yes 20 0 No 0.002505 Param Inter 1 of 2

Total Dissolved Solids (mg/L) MW-D3 142.5 n/a 4/27/2023 270 Yes 20 0 No 0.002505 Param Inter 1 of 2

Prediction Limit
CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10     Printed 7/8/2023, 8:05 AM
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CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG
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Non-parametric test used in lieu of parametric prediction limit because censored data exceeded 50%.  Limit is highest  
of 21 background values.  71.43% NDs.  Annual per-constituent alpha = 0.02295.  Individual comparison alpha =  
0.003862 (1 of 2).  Comparing 3 points to limit.  Seasonality was not detected with 95% confidence.   

Exceeds Limit:  MW-D1, MW-D2, MW-D3
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Constituent: Calcium    Analysis Run 6/13/2023 10:58 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG
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Background Data Summary: Mean=34.8, Std. Dev.=2.505, n=20.  Seasonality was not detected with 95% confidence.     
Normality test: Shapiro Wilk @alpha = 0.01, calculated = 0.9621, critical = 0.868.    Kappa = 1.888 (c=7, w=3, 1 of 2,  
event alpha = 0.05132).  Report alpha = 0.007498.  Individual comparison alpha = 0.002505.  Comparing 3 points to  
limit.

Exceeds Limit:  MW-D1, MW-D2, MW-D3
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Constituent: Chloride    Analysis Run 6/13/2023 10:58 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG
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Non-parametric test used in lieu of parametric prediction limit because the Shapiro Wilk normality test showed the data  
to be non-normal at the 0.01 alpha level.  Limit is highest of 20 background values.  5% NDs.  Annual per-constituent  
alpha = 0.02457.  Individual comparison alpha = 0.004138 (1 of 2).  Comparing 3 points to limit.  Seasonality was not  
detected with 95% confidence.   
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Constituent: Field pH    Analysis Run 6/13/2023 10:58 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG
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Background Data Summary: Mean=7.572, Std. Dev.=0.9498, n=21.  Seasonality was not detected with 95%  
confidence.    Normality test: Shapiro Wilk @alpha = 0.01, calculated = 0.8747, critical = 0.873.    Kappa = 1.877 (c=7,  
w=3, 1 of 2, event alpha = 0.05132).  Report alpha = 0.007498.  Individual comparison alpha = 0.001253.  Comparing  
3 points to limit.

Within Limits



Prediction Limit
Constituent: Boron (mg/L)    Analysis Run 6/13/2023 11:01 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

2/28/2017

3/27/2017

4/24/2017

5/22/2017

6/19/2017

7/17/2017

8/14/2017

9/13/2017

3/22/2018

6/5/2018

11/29/2018

4/29/2019

10/23/2019

4/27/2020

11/19/2020

4/26/2021

10/26/2021

4/26/2022

10/19/2022

10/20/2022

1/18/2023

4/26/2023

4/27/2023

MW-D1 MW-U1 (bg) MW-D2 MW-D3

0.065 <0.05 0.13 0.24

<0.050.066 0.240.12

0.23<0.05 0.140.079

<0.05 0.250.1 0.15

<0.05 0.240.140.091

0.250.094 <0.05 0.13

0.11 <0.05 0.13 0.24

0.15<0.050.15 0.26

0.0077

0.11<0.050.086 0.21

0.14<0.050.18 0.27

<0.05 0.250.150.17

0.033 0.19 0.270.0051 (J)

0.0042 (J) 0.230.13 0.13

0.25<0.050.19 0.15

0.190.17 <0.05 (^) 0.12

0.18 0.11 (B)0.007 (J) 0.22

0.190.15 0.110.0067 (J)

<0.1

0.092 (J) 0.150.095 (J)

<0.05 (^3+)

0.1 (B) 0.12 (B)0.02 (JB)

0.17 (B)



Prediction Limit
Constituent: Calcium (mg/L)    Analysis Run 6/13/2023 11:01 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

2/28/2017

3/27/2017

4/24/2017

5/22/2017

6/19/2017

7/17/2017

8/14/2017

9/13/2017

6/5/2018

11/29/2018

4/29/2019

10/23/2019

4/27/2020

11/19/2020

4/26/2021

10/26/2021

4/26/2022

10/19/2022

10/20/2022

1/18/2023

4/26/2023

4/27/2023

MW-D1 MW-D2 MW-D3 MW-U1 (bg)

20

22

24

26

22

19 (B)

21

22

22

21

28

80

20

88

29

91

65 (B)

65

68

160

120

140

140

140

140

130

130

130

120

2

130 (B)

120

130

120

110

130 (B)

110

130

110

110

120

130

120

120

110

120

110

110

110

120 (B)

100

110

93 (B^)

100

21 (B)

84

87

34

32

40

36

38

37 (B)

33

35

33

32

34

38

31

36

33

36

34 (B)

31

36 (B)

37



Prediction Limit
Constituent: Chloride (mg/L)    Analysis Run 6/13/2023 11:01 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

2/28/2017

3/27/2017

4/24/2017

5/22/2017

6/19/2017

7/17/2017

8/14/2017

9/13/2017

6/5/2018

11/29/2018

4/29/2019

10/23/2019

4/27/2020

11/19/2020

4/26/2021

10/26/2021

4/26/2022

10/19/2022

10/20/2022

1/18/2023

4/26/2023

4/27/2023

MW-D1 MW-U1 (bg) MW-D2 MW-D3

2.9 2.2 5.7 (F1) 3.9

2.13.4 3.85.4

3.81.8 (J) 5.64.2

2.6 4.65.9 6

1.9 (J) 453.7

2.23.9 4.45.2

3.9 2 4.75.4

2.23.1 4.55.5

5.11.8 (J)2 4.1

5.11.7 (J)1.5 (J) 4.4

1.4 (J)2.1 44.8

9.8 (D) 6.14.1 5

5.12.42.5 5.1

4.63.7 5.92.4

3.91.6 (J) 9.5 (F1D) 5

4.9 3.11.7 (J)2.5

3.8 4.11.9 (J)2.9

<2

2.5 2.83.5

2.2

4.1 31.7 (J)

2.6



Prediction Limit
Constituent: Field pH (SU)    Analysis Run 6/13/2023 11:01 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

2/28/2017

3/27/2017

4/24/2017

5/22/2017

6/19/2017

7/17/2017

8/14/2017

9/13/2017

3/22/2018

6/5/2018

11/29/2018

4/29/2019

10/23/2019

4/27/2020

11/19/2020

4/26/2021

10/26/2021

4/26/2022

10/19/2022

10/20/2022

1/18/2023

4/26/2023

4/27/2023

MW-D1 MW-D2 MW-D3 MW-U1 (bg)

6.67

6.55

7.5

6.39

5.66

6.2

6.36

5.88

6.54

5.91

6.33

6.49

6.78

6.08

6.99

6.82

8.38

6.73

7.19

7.09

6.85

6.83

7.1

6.86

6.22

6.68

6.81

6.44

4.38

6.5

6.6

7.19

6.6

4.8

6.28

6.87

7.7

6.86

6.75

6.78

6.87

6.92

7.03

6.88

6.47

7.01

6.86

6.56

8.73

6.42

6.8

8.27

6.72

6.93

6.83

7.02

8.11

7.32

7.23

6.56

7.74

7.78

7.45

7.77

5.07

6.37

7.45

7.63

7.87

6.74

7.72

7.84

7.54

6.05

7.47

7.91

9.28

8.1

7.98

9.43

7.82
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Interwell Parametric

Constituent: Fluoride    Analysis Run 6/13/2023 10:59 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG
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Hollow symbols indicate censored values.

Background Data Summary (based on natural log transformation): Mean=-2.812, Std. Dev.=0.2747, n=21, 14.29%  
NDs.  Seasonality was not detected with 95% confidence.    Normality test: Shapiro Wilk @alpha = 0.01, calculated =  
0.8866, critical = 0.873.    Kappa = 1.877 (c=7, w=3, 1 of 2, event alpha = 0.05132).  Report alpha = 0.007498.   
Individual comparison alpha = 0.002505.  Comparing 3 points to limit.

Exceeds Limit:  MW-D3
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Constituent: Sulfate    Analysis Run 6/13/2023 10:59 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG
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Non-parametric test used in lieu of parametric prediction limit because the Shapiro Wilk normality test showed the data  
to be non-normal at the 0.01 alpha level.  Limit is highest of 20 background values.  10% NDs.  Annual per-constituent  
alpha = 0.02457.  Individual comparison alpha = 0.004138 (1 of 2).  Comparing 3 points to limit.  Seasonality was not  
detected with 95% confidence.   

Exceeds Limit:  MW-D1, MW-D2, MW-D3
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Constituent: Total Dissolved Solids    Analysis Run 6/13/2023 10:59 AM    View: Sanitas Statistics Events 1 th

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG

m
g

/L

Background Data Summary: Mean=100.4, Std. Dev.=22.29, n=20.  Seasonality was not detected with 95%  
confidence.    Normality test: Shapiro Wilk @alpha = 0.01, calculated = 0.9357, critical = 0.868.    Kappa = 1.888 (c=7,  
w=3, 1 of 2, event alpha = 0.05132).  Report alpha = 0.007498.  Individual comparison alpha = 0.002505.  Comparing  
3 points to limit.

Exceeds Limit:  MW-D1, MW-D2, MW-D3



Prediction Limit
Constituent: Fluoride (mg/L)    Analysis Run 6/13/2023 11:02 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

2/28/2017

3/27/2017

4/24/2017

5/22/2017

6/19/2017

7/17/2017

8/14/2017

9/13/2017

3/22/2018

6/5/2018

11/29/2018

4/29/2019

10/23/2019

4/27/2020

11/19/2020

4/26/2021

10/26/2021

4/26/2022

10/19/2022

10/20/2022

1/18/2023

4/26/2023

4/27/2023

MW-D1 MW-D2 MW-D3 MW-U1 (bg)

0.06 (J)

0.05 (J)

0.07 (J)

0.07 (J)

0.08 (J)

0.11

0.07 (J)

0.075 (J)

0.08 (J)

0.07 (J)

0.04 (J)

0.06 (J)

0.12 (B)

0.04 (J)

0.1

0.09 (JB)

0.09 (J)

0.08 (J)

0.18

0.083 (J)

0.06 (J)

0.05 (J)

0.07 (J)

0.06 (J)

0.06 (J)

0.06 (J)

0.06 (J)

0.061 (J)

0.06 (J)

0.07 (J)

0.04 (J)

0.06 (J)

0.05 (JB)

0.05 (J)

0.05 (J)

0.12 (B)

0.07 (J)

<0.1

0.088 (J)

<0.1

0.13

0.11

0.12

0.11

0.12

0.06 (J)

0.12

0.12

0.11

0.12

0.1

0.11

0.1 (B)

0.1

0.11

0.19 (B)

0.2 (F1)

0.14

0.19

0.12

0.06 (J)

0.04 (J)

0.06 (J)

0.06 (J)

0.06 (J)

0.06 (J)

0.05 (J)

0.058 (J)

0.07 (J)

0.06 (J)

0.04 (J)

<0.1

0.05 (JB)

0.05 (J)

0.07 (J)

0.1 (B)

<0.1

0.07 (J)

0.13

0.075 (J)

<0.1



Prediction Limit
Constituent: Sulfate (mg/L)    Analysis Run 6/13/2023 11:02 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

2/28/2017

3/27/2017

4/24/2017

5/22/2017

6/19/2017

7/17/2017

8/14/2017

9/13/2017

6/5/2018

11/29/2018

4/29/2019

10/23/2019

4/27/2020

11/19/2020

4/26/2021

10/26/2021

4/26/2022

10/19/2022

10/20/2022

1/18/2023

4/26/2023

4/27/2023

MW-D1 MW-U1 (bg) MW-D2 MW-D3

10 2.8 (J) 19 27

2.4 (J)10 2723

261.4 (J) 21 (F1)12

1.5 (J) 2817 21

1.8 (J) 251810

2.8 (J)13 2517

22 2.6 (J) 2720

3.1 (J)23 2920

182.9 (J)16 29

182 (J)11 28

<528 2919

2.8 (J) 2026 31

162.6 (J)20 33

3331 192.3 (J)

2826 8.867 (D) 16
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Prediction Limit
Constituent: Total Dissolved Solids (mg/L)    Analysis Run 6/13/2023 11:02 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10
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Constituent: Fluoride    Analysis Run 6/13/2023 11:05 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10
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Summary Report
Constituent: Boron    Analysis Run 6/13/2023 11:07 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

For observations made between 2/28/2017 and 4/27/2023, a summary of the selected data set:

Observations = 78
ND/Trace = 22
Wells = 4
Minimum Value = 0.0042
Maximum Value = 0.27
Mean Value = 0.1225
Median Value = 0.125
Standard Deviation = 0.08062
Coefficient of Variation = 0.6584
Skewness = 0.1589

Well #Obs. ND/Trace Min Max Mean Median Std.Dev. CV Skewness
MW-D1 19 0 0.033 0.19 0.1177 0.1 0.04622 0.3927 0.1017
MW-D2 19 0 0.095 0.19 0.1324 0.13 0.02124 0.1604 0.7341
MW-D3 19 0 0.15 0.27 0.2289 0.24 0.03315 0.1448 -0.9583
MW-U1 (bg) 21 15 0.0042 0.05 0.02146 0.025 0.01043 0.4858 0.2481

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG



Summary Report
Constituent: Calcium    Analysis Run 6/13/2023 11:07 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

For observations made between 2/28/2017 and 4/27/2023, a summary of the selected data set:

Observations = 77
ND/Trace = 0
Wells = 4
Minimum Value = 2
Maximum Value = 160
Mean Value = 74.88
Median Value = 80
Standard Deviation = 45.36
Coefficient of Variation = 0.6057
Skewness = 0.08769

Well #Obs. ND/Trace Min Max Mean Median Std.Dev. CV Skewness
MW-D1 19 0 19 91 39.63 24 26.37 0.6653 0.9407
MW-D2 19 0 2 160 122.7 130 31.52 0.2568 -3.079
MW-D3 19 0 21 130 104.5 110 23.49 0.2249 -2.468
MW-U1 (bg) 20 0 31 40 34.8 34.5 2.505 0.07198 0.212

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG



Summary Report
Constituent: Chloride    Analysis Run 6/13/2023 11:07 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

For observations made between 2/28/2017 and 4/27/2023, a summary of the selected data set:

Observations = 77
ND/Trace = 11
Wells = 4
Minimum Value = 1
Maximum Value = 9.8
Mean Value = 3.747
Median Value = 3.8
Standard Deviation = 1.671
Coefficient of Variation = 0.4461
Skewness = 0.9948

Well #Obs. ND/Trace Min Max Mean Median Std.Dev. CV Skewness
MW-D1 19 0 1.5 5.9 3.184 3.1 1.085 0.3407 0.4889
MW-D2 19 0 3 6.1 5.058 5.1 0.8228 0.1627 -1.163
MW-D3 19 0 2.6 5.1 4.074 4.1 0.6756 0.1659 -0.6814
MW-U1 (bg) 20 1 1 9.8 2.725 2.05 2.397 0.8796 2.551

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG



Summary Report
Constituent: Field pH    Analysis Run 6/13/2023 11:07 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

For observations made between 2/28/2017 and 4/27/2023, a summary of the selected data set:

Observations = 81
ND/Trace = 0
Wells = 4
Minimum Value = 4.38
Maximum Value = 9.43
Mean Value = 6.965
Median Value = 6.86
Standard Deviation = 0.842
Coefficient of Variation = 0.1209
Skewness = 0.09792

Well #Obs. ND/Trace Min Max Mean Median Std.Dev. CV Skewness
MW-D1 20 0 5.66 8.38 6.627 6.545 0.6202 0.09358 0.9952
MW-D2 20 0 4.38 7.7 6.555 6.765 0.7486 0.1142 -1.759
MW-D3 20 0 6.42 8.73 7.077 6.9 0.6109 0.08632 1.524
MW-U1 (bg) 21 0 5.07 9.43 7.572 7.74 0.9498 0.1254 -0.5839

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG



Summary Report
Constituent: Fluoride    Analysis Run 6/13/2023 11:07 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

For observations made between 2/28/2017 and 4/27/2023, a summary of the selected data set:

Observations = 81
ND/Trace = 55
Wells = 4
Minimum Value = 0.04
Maximum Value = 0.2
Mean Value = 0.0821
Median Value = 0.07
Standard Deviation = 0.03628
Coefficient of Variation = 0.4419
Skewness = 1.338

Well #Obs. ND/Trace Min Max Mean Median Std.Dev. CV Skewness
MW-D1 20 0 0.04 0.18 0.0809 0.0775 0.03113 0.3849 1.568
MW-D2 20 2 0.04 0.12 0.06195 0.06 0.01718 0.2773 2.065
MW-D3 20 0 0.06 0.2 0.124 0.12 0.03378 0.2724 0.9815
MW-U1 (bg) 21 3 0.04 0.13 0.06252 0.06 0.02037 0.3257 1.991

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG



Summary Report
Constituent: Sulfate    Analysis Run 6/13/2023 11:07 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

For observations made between 2/28/2017 and 4/27/2023, a summary of the selected data set:

Observations = 77
ND/Trace = 19
Wells = 4
Minimum Value = 1.4
Maximum Value = 33
Mean Value = 17.25
Median Value = 19
Standard Deviation = 10.33
Coefficient of Variation = 0.5985
Skewness = -0.25

Well #Obs. ND/Trace Min Max Mean Median Std.Dev. CV Skewness
MW-D1 19 0 10 31 20.16 22 7.566 0.3754 -0.075
MW-D2 19 0 14 23 18.37 18 2.216 0.1207 0.05411
MW-D3 19 0 22 33 28.47 28 3.062 0.1075 0.01431
MW-U1 (bg) 20 2 1.4 8.867 2.773 2.5 1.568 0.5654 3.116

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG



Summary Report
Constituent: Total Dissolved Solids    Analysis Run 6/13/2023 11:08 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

For observations made between 2/28/2017 and 4/27/2023, a summary of the selected data set:

Observations = 77
ND/Trace = 0
Wells = 4
Minimum Value = 44
Maximum Value = 470
Mean Value = 241.8
Median Value = 270
Standard Deviation = 133.9
Coefficient of Variation = 0.5539
Skewness = -0.0838

Well #Obs. ND/Trace Min Max Mean Median Std.Dev. CV Skewness
MW-D1 19 0 54 270 140.1 110 78.6 0.5612 0.7263
MW-D2 19 0 360 470 386.8 380 28.1 0.07263 1.66
MW-D3 19 0 270 410 347.3 350 33.93 0.0977 -0.6325
MW-U1 (bg) 20 0 44 130 100.4 105 22.29 0.222 -0.785

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG



Summary Report
Constituent: Antimony    Analysis Run 7/8/2023 11:50 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

For observations made between 2/28/2017 and 4/27/2023, a summary of the selected data set:

Observations = 57

ND/Trace = 57

Wells = 4

Minimum Value = 0.00025

Maximum Value = 0.00125

Mean Value = 0.00118

Median Value = 0.00125

Standard Deviation = 0.0002577

Coefficient of Variation = 0.2184

Skewness = -3.365

Well #Obs. ND/Trace Min Max Mean Median Std.Dev. CV Skewness

MW-D1 14 14 0.00025 0.00125 0.001179 0.00125 0.0002673 0.2268 -3.328

MW-D2 14 14 0.00025 0.00125 0.001179 0.00125 0.0002673 0.2268 -3.328

MW-D3 14 14 0.00025 0.00125 0.001179 0.00125 0.0002673 0.2268 -3.328

MW-U1 (bg) 15 15 0.00025 0.00125 0.001183 0.00125 0.0002582 0.2182 -3.474

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG



Summary Report
Constituent: Antimony (mg/L)    Analysis Run 7/8/2023 11:50 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10
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Summary Report
Constituent: Arsenic    Analysis Run 7/8/2023 11:50 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

For observations made between 2/28/2017 and 4/27/2023, a summary of the selected data set:

Observations = 81

ND/Trace = 75

Wells = 4

Minimum Value = 0.000125

Maximum Value = 0.0019

Mean Value = 0.0007278

Median Value = 0.00065

Standard Deviation = 0.0002772

Coefficient of Variation = 0.3809

Skewness = 1.775

Well #Obs. ND/Trace Min Max Mean Median Std.Dev. CV Skewness

MW-D1 20 20 0.000125 0.00125 0.0006538 0.00065 0.0001829 0.2797 0.5665

MW-D2 20 16 0.00027 0.00125 0.0006765 0.00065 0.0001838 0.2716 1.198

MW-D3 20 6 0.00048 0.0016 0.0008445 0.000715 0.0003212 0.3804 1.006

MW-U1 (bg) 21 17 0.00015 0.0019 0.0007362 0.00065 0.0003518 0.4778 1.952

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG



Summary Report
Constituent: Arsenic (mg/L)    Analysis Run 7/8/2023 11:50 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10
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Summary Report
Constituent: Barium    Analysis Run 7/8/2023 11:50 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

For observations made between 2/28/2017 and 4/27/2023, a summary of the selected data set:

Observations = 81

ND/Trace = 13

Wells = 4

Minimum Value = 0.0018

Maximum Value = 0.23

Mean Value = 0.07465

Median Value = 0.027

Standard Deviation = 0.0747

Coefficient of Variation = 1.001

Skewness = 0.4944

Well #Obs. ND/Trace Min Max Mean Median Std.Dev. CV Skewness

MW-D1 20 0 0.0095 0.027 0.01477 0.014 0.004868 0.3297 1.126

MW-D2 20 0 0.087 0.19 0.1439 0.145 0.02514 0.1748 -0.1826

MW-D3 20 0 0.06 0.23 0.1411 0.145 0.0603 0.4275 -0.01103

MW-U1 (bg) 21 0 0.0018 0.0062 0.002529 0.0022 0.0009398 0.3717 3.026

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG



Summary Report
Constituent: Barium (mg/L)    Analysis Run 7/8/2023 11:50 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10
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Summary Report
Constituent: Beryllium    Analysis Run 7/8/2023 11:50 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

For observations made between 2/28/2017 and 4/27/2023, a summary of the selected data set:

Observations = 57

ND/Trace = 57

Wells = 4

Minimum Value = 0.0002

Maximum Value = 0.00125

Mean Value = 0.0009614

Median Value = 0.001

Standard Deviation = 0.0002206

Coefficient of Variation = 0.2295

Skewness = -2.797

Well #Obs. ND/Trace Min Max Mean Median Std.Dev. CV Skewness

MW-D1 14 14 0.0002 0.00125 0.0009607 0.001 0.0002289 0.2382 -2.766

MW-D2 14 14 0.0002 0.00125 0.0009607 0.001 0.0002289 0.2382 -2.766

MW-D3 14 14 0.0002 0.00125 0.0009607 0.001 0.0002289 0.2382 -2.766

MW-U1 (bg) 15 15 0.0002 0.00125 0.0009633 0.001 0.0002208 0.2292 -2.89

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG



Summary Report
Constituent: Beryllium (mg/L)    Analysis Run 7/8/2023 11:50 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10
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4/26/2023

4/27/2023

MW-D1 MW-D2 MW-D3 MW-U1 (bg)

<0.002

<0.002

<0.002

<0.002

<0.002

<0.002

<0.002

<0.002

<0.0025

<0.002

<0.0004

<0.002

<0.002

<0.002

<0.002

<0.002

<0.002

<0.002

<0.002

<0.002

<0.002

<0.002

<0.0025

<0.002

<0.0004 (^)

<0.002

<0.002

<0.002

<0.002

<0.002

<0.002

<0.002

<0.002

<0.002

<0.002

<0.002

<0.0025

<0.002

<0.0004 (^)

<0.002

<0.002

<0.002

<0.002

<0.002

<0.002

<0.002

<0.002

<0.002

<0.002

<0.002

<0.0025

<0.002

<0.0004 (^)

<0.002

<0.002

<0.002

<0.002



Summary Report
Constituent: Cadmium    Analysis Run 7/8/2023 11:50 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

For observations made between 2/28/2017 and 4/27/2023, a summary of the selected data set:

Observations = 61

ND/Trace = 61

Wells = 4

Minimum Value = 0.000071

Maximum Value = 0.00125

Mean Value = 0.0005221

Median Value = 0.0005

Standard Deviation = 0.00022

Coefficient of Variation = 0.4215

Skewness = 1.91

Well #Obs. ND/Trace Min Max Mean Median Std.Dev. CV Skewness

MW-D1 15 15 0.0001 0.00125 0.0005233 0.0005 0.0002259 0.4316 1.974

MW-D2 15 14 0.000075 0.00125 0.0005217 0.0005 0.0002293 0.4395 1.822

MW-D3 15 14 0.000071 0.00125 0.0005214 0.0005 0.0002299 0.4408 1.798

MW-U1 (bg) 16 16 0.0001 0.00125 0.0005219 0.0005 0.0002183 0.4183 2.057

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG



Summary Report
Constituent: Cadmium (mg/L)    Analysis Run 7/8/2023 11:50 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

2/28/2017

3/27/2017

4/24/2017

5/22/2017

6/19/2017

7/17/2017

8/14/2017

9/13/2017

3/22/2018

4/29/2019

4/27/2020

11/19/2020

4/26/2021

4/26/2022

1/18/2023

4/26/2023

4/27/2023

MW-D1 MW-D2 MW-D3 MW-U1 (bg)

<0.001

<0.001

<0.001

<0.001

<0.001

<0.001

<0.001

<0.001

<0.0025

<0.001

<0.0002

<0.001

<0.001

<0.001

<0.001

<0.001

<0.001

<0.001

<0.001

<0.001

<0.001

<0.001

<0.001

<0.0025

<0.001

7.5E-05 (J^)

<0.001

<0.001

<0.001

<0.001

<0.001

<0.001

<0.001

<0.001

<0.001

<0.001

<0.001

<0.001

<0.0025

<0.001

7.1E-05 (J)

<0.001

<0.001

<0.001

<0.001

<0.001

<0.001

<0.001

<0.001

<0.001

<0.001

<0.001

<0.001

<0.0025

<0.001

<0.0002

<0.001

<0.001

<0.001

<0.001

<0.001



Summary Report
Constituent: Chromium    Analysis Run 7/8/2023 11:50 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

For observations made between 2/28/2017 and 4/27/2023, a summary of the selected data set:

Observations = 73

ND/Trace = 67

Wells = 4

Minimum Value = 0.00025

Maximum Value = 0.0051

Mean Value = 0.0015

Median Value = 0.00125

Standard Deviation = 0.0007605

Coefficient of Variation = 0.507

Skewness = 2.455

Well #Obs. ND/Trace Min Max Mean Median Std.Dev. CV Skewness

MW-D1 18 15 0.00025 0.0034 0.001428 0.00125 0.0006408 0.4488 1.667

MW-D2 18 15 0.00025 0.0038 0.001408 0.00125 0.0007226 0.5131 2.207

MW-D3 18 16 0.00025 0.0037 0.001422 0.00125 0.0007353 0.517 2.034

MW-U1 (bg) 19 2 0.0011 0.0051 0.001729 0.0014 0.0009203 0.5323 2.804

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG



Summary Report
Constituent: Chromium (mg/L)    Analysis Run 7/8/2023 11:50 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

2/28/2017

3/27/2017

4/24/2017

5/22/2017

6/19/2017

7/17/2017

8/14/2017

9/13/2017

3/22/2018

11/29/2018

4/29/2019

4/27/2020

11/19/2020

4/26/2021

10/26/2021

4/26/2022

10/19/2022

10/20/2022

1/18/2023

4/26/2023

4/27/2023

MW-D1 MW-D2 MW-D3 MW-U1 (bg)

0.0034

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0005 (^)

<0.0025 (^)

<0.0025

<0.0025

0.0015 (J)

<0.005

0.0018 (J)

0.0038

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0005 (^)

<0.0025 (^)

<0.0025

0.0012 (J)

<0.0025

0.0026 (J^)

<0.0025

0.0029

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0005 (^)

<0.0025 (^)

<0.0025

<0.0025

<0.0025

0.0037 (J^)

<0.0025

0.0051

0.0017 (J)

0.0014 (J)

0.0014 (J)

0.0014 (J)

0.0014 (J)

0.0012 (J)

0.0014 (J)

0.0016 (J)

0.0012 (J)

0.0011 (J)

0.0013

0.0015 (J)

0.0011 (J)

0.0016 (J)

0.0026

<0.005

<0.0025

0.0021 (J)



Summary Report
Constituent: Cobalt    Analysis Run 7/8/2023 11:50 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

For observations made between 2/28/2017 and 4/27/2023, a summary of the selected data set:

Observations = 73

ND/Trace = 72

Wells = 4

Minimum Value = 0.00025

Maximum Value = 0.0017

Mean Value = 0.00118

Median Value = 0.00125

Standard Deviation = 0.0002747

Coefficient of Variation = 0.2328

Skewness = -2.229

Well #Obs. ND/Trace Min Max Mean Median Std.Dev. CV Skewness

MW-D1 18 17 0.00025 0.0016 0.001214 0.00125 0.0002543 0.2095 -3.083

MW-D2 18 16 0.00047 0.00125 0.001193 0.00125 0.0001897 0.1591 -3.383

MW-D3 18 3 0.00035 0.0017 0.00117 0.00125 0.0003328 0.2844 -0.9239

MW-U1 (bg) 19 19 0.00025 0.00125 0.001145 0.00125 0.0003153 0.2754 -2.572

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG



Summary Report
Constituent: Cobalt (mg/L)    Analysis Run 7/8/2023 11:50 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

2/28/2017

3/27/2017

4/24/2017

5/22/2017

6/19/2017

7/17/2017

8/14/2017

9/13/2017

3/22/2018

6/5/2018

11/29/2018

4/29/2019

10/23/2019

4/27/2020

11/19/2020

4/26/2021

4/26/2022

1/18/2023

4/26/2023

4/27/2023

MW-D1 MW-D2 MW-D3 MW-U1 (bg)

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0005 (^)

<0.0025

<0.0025

<0.0025

0.0016 (J)

0.00047 (J)

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

0.001

<0.0025

<0.0025

<0.0025

<0.0025

0.0011 (J)

0.00079 (J)

0.001 (J)

0.0012 (J)

0.0015 (J)

0.0014 (J)

0.0013 (J)

0.0014 (J)

0.0015 (J)

0.0017 (J)

0.00098 (J)

0.0013 (J)

0.0012 (J)

0.00035 (J)

0.00059 (J)

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0005

<0.0025

<0.0025

<0.0025

<0.0025

<0.0005 (^)

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025



Summary Report
Constituent: Combined Radium 226 + 228    Analysis Run 7/8/2023 11:50 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

For observations made between 2/28/2017 and 4/27/2023, a summary of the selected data set:

Observations = 80

ND/Trace = 22

Wells = 4

Minimum Value = 0

Maximum Value = 1.28

Mean Value = 0.4257

Median Value = 0.336

Standard Deviation = 0.2986

Coefficient of Variation = 0.7015

Skewness = 0.8654

Well #Obs. ND/Trace Min Max Mean Median Std.Dev. CV Skewness

MW-D1 20 5 0.0994 0.833 0.4004 0.2778 0.2507 0.6262 0.5233

MW-D2 20 5 0.0139 1.28 0.5079 0.4525 0.3344 0.6584 0.6386

MW-D3 20 6 0.0501 1.28 0.4997 0.4895 0.3099 0.6202 1.093

MW-U1 (bg) 20 6 0 0.86 0.2948 0.1915 0.2617 0.8876 0.9352

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG



Summary Report
Constituent: Combined Radium 226 + 228 (pCi/L)    Analysis Run 7/8/2023 11:50 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

2/28/2017

3/27/2017

4/24/2017

5/22/2017

6/19/2017

7/17/2017

8/14/2017

9/13/2017

3/22/2018

6/5/2018

11/29/2018

4/29/2019

10/23/2019

4/27/2020

11/19/2020

4/26/2021

10/26/2021

4/26/2022

10/19/2022

10/20/2022

4/26/2023

4/27/2023

MW-D1 MW-D2 MW-D3 MW-U1 (bg)

0.421

0.655

0.212

0.186

0.156

0.153

0.287

0.816

0.643

0.149

0.0994

<0.457

<0.439

0.401

0.833

<0.524

0.749

<0.537

0.559

<1.42

0.506

1.28

0.756

0.333

0.388

0.534

0.452

0.453

0.716

0.0139

0.18

<0.42

<0.484

<0.184

<0.57

0.773

0.812

0.783

<0.52

1.09

0.522

0.557

0.572

0.457

0.78

0.409

0.339

1.28

1.17

0.564

0.0501

0.594

<0.465

<0.326

<0.614

<0.478

0.666

<0.528

<0.545

0.555

0.117

0

0.19

0.133

0.135

0.19

0.302

0.614

0.131

0

0.0234

<0.386

<0.508

<0.298

0.615

0.609

0.801

<0.716

<0.444

<1.72



Summary Report
Constituent: Fluoride    Analysis Run 7/8/2023 11:50 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

For observations made between 2/28/2017 and 4/27/2023, a summary of the selected data set:

Observations = 81

ND/Trace = 55

Wells = 4

Minimum Value = 0.04

Maximum Value = 0.2

Mean Value = 0.0821

Median Value = 0.07

Standard Deviation = 0.03628

Coefficient of Variation = 0.4419

Skewness = 1.338

Well #Obs. ND/Trace Min Max Mean Median Std.Dev. CV Skewness

MW-D1 20 0 0.04 0.18 0.0809 0.0775 0.03113 0.3849 1.568

MW-D2 20 2 0.04 0.12 0.06195 0.06 0.01718 0.2773 2.065

MW-D3 20 0 0.06 0.2 0.124 0.12 0.03378 0.2724 0.9815

MW-U1 (bg) 21 3 0.04 0.13 0.06252 0.06 0.02037 0.3257 1.991

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG



Summary Report
Constituent: Fluoride (mg/L)    Analysis Run 7/8/2023 11:50 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

2/28/2017

3/27/2017

4/24/2017

5/22/2017

6/19/2017

7/17/2017

8/14/2017

9/13/2017

3/22/2018

6/5/2018

11/29/2018

4/29/2019

10/23/2019

4/27/2020

11/19/2020

4/26/2021

10/26/2021

4/26/2022

10/19/2022

10/20/2022

1/18/2023

4/26/2023

4/27/2023

MW-D1 MW-D2 MW-D3 MW-U1 (bg)

0.06 (J)

0.05 (J)

0.07 (J)

0.07 (J)

0.08 (J)

0.11

0.07 (J)

0.075 (J)

0.08 (J)

0.07 (J)

0.04 (J)

0.06 (J)

0.12 (B)

0.04 (J)

0.1

0.09 (JB)

0.09 (J)

0.08 (J)

0.18

0.083 (J)

0.06 (J)

0.05 (J)

0.07 (J)

0.06 (J)

0.06 (J)

0.06 (J)

0.06 (J)

0.061 (J)

0.06 (J)

0.07 (J)

0.04 (J)

0.06 (J)

0.05 (JB)

0.05 (J)

0.05 (J)

0.12 (B)

0.07 (J)

<0.1

0.088 (J)

<0.1

0.13

0.11

0.12

0.11

0.12

0.06 (J)

0.12

0.12

0.11

0.12

0.1

0.11

0.1 (B)

0.1

0.11

0.19 (B)

0.2 (F1)

0.14

0.19

0.12

0.06 (J)

0.04 (J)

0.06 (J)

0.06 (J)

0.06 (J)

0.06 (J)

0.05 (J)

0.058 (J)

0.07 (J)

0.06 (J)

0.04 (J)

<0.1

0.05 (JB)

0.05 (J)

0.07 (J)

0.1 (B)

<0.1

0.07 (J)

0.13

0.075 (J)

<0.1



Summary Report
Constituent: Lead    Analysis Run 7/8/2023 11:50 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

For observations made between 2/28/2017 and 4/27/2023, a summary of the selected data set:

Observations = 57

ND/Trace = 57

Wells = 4

Minimum Value = 0.000125

Maximum Value = 0.0008

Mean Value = 0.0006082

Median Value = 0.00065

Standard Deviation = 0.0001418

Coefficient of Variation = 0.2332

Skewness = -2.876

Well #Obs. ND/Trace Min Max Mean Median Std.Dev. CV Skewness

MW-D1 14 13 0.000125 0.0008 0.0006232 0.00065 0.0001489 0.2389 -2.853

MW-D2 14 12 0.000125 0.00065 0.0005818 0.00065 0.0001548 0.266 -2.194

MW-D3 14 14 0.000125 0.00065 0.0006125 0.00065 0.0001403 0.2291 -3.328

MW-U1 (bg) 15 14 0.000125 0.00065 0.000615 0.00065 0.0001356 0.2204 -3.474

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG



Summary Report
Constituent: Lead (mg/L)    Analysis Run 7/8/2023 11:50 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

2/28/2017

3/27/2017

4/24/2017

5/22/2017

6/19/2017

7/17/2017

8/14/2017

9/13/2017

3/22/2018

4/29/2019

4/27/2020

4/26/2021

4/26/2022

1/18/2023

4/26/2023

4/27/2023

MW-D1 MW-D2 MW-D3 MW-U1 (bg)

<0.0013 (^)

<0.0013

<0.0013

<0.0013

<0.0013

<0.0013

0.0008 (J)

<0.0013

<0.0013

<0.0013

<0.00025 (^)

<0.0013

<0.0013

<0.0013

0.0005 (J)

<0.0013

<0.0013

<0.0013

<0.0013

<0.0013

0.00037 (J)

<0.0013

<0.0013

<0.0013

<0.00025 (^)

<0.0013

<0.0013

<0.0013

<0.0013 (^)

<0.0013

<0.0013

<0.0013

<0.0013

<0.0013

<0.0013

<0.0013

<0.0013

<0.0013

<0.00025 (^)

<0.0013

<0.0013

<0.0013

<0.0013

<0.0013

<0.0013

0.00065 (J)

<0.0013

<0.0013

<0.0013

<0.0013

<0.0013

<0.0013

<0.00025 (^)

<0.0013

<0.0013

<0.0013

<0.0013



Summary Report
Constituent: Lithium    Analysis Run 7/8/2023 11:50 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

For observations made between 2/28/2017 and 4/27/2023, a summary of the selected data set:

Observations = 65

ND/Trace = 63

Wells = 4

Minimum Value = 0.00025

Maximum Value = 0.0058

Mean Value = 0.001366

Median Value = 0.00125

Standard Deviation = 0.0007374

Coefficient of Variation = 0.5397

Skewness = 3.636

Well #Obs. ND/Trace Min Max Mean Median Std.Dev. CV Skewness

MW-D1 16 15 0.00025 0.0025 0.001331 0.00125 0.0004871 0.3659 0.7354

MW-D2 16 14 0.00025 0.0031 0.001372 0.00125 0.0006202 0.4521 1.484

MW-D3 16 13 0.00048 0.0025 0.001355 0.00125 0.0004693 0.3464 1.304

MW-U1 (bg) 17 15 0.00025 0.0058 0.001405 0.00125 0.001176 0.8367 3.253

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG



Summary Report
Constituent: Lithium (mg/L)    Analysis Run 7/8/2023 11:50 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

2/28/2017

3/27/2017

4/24/2017

5/22/2017

6/19/2017

7/17/2017

8/14/2017

9/13/2017

3/22/2018

11/29/2018

4/29/2019

4/27/2020

11/19/2020

4/26/2021

4/26/2022

1/18/2023

4/26/2023

4/27/2023

MW-D1 MW-D2 MW-D3 MW-U1 (bg)

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.005

<0.0025

<0.0025

<0.0005 (^)

0.0023 (J)

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.005

<0.0025

0.0011 (J)

<0.0005

0.0031

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.005

<0.0025

0.0013 (J)

0.00048 (J)

0.0024 (J)

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

<0.0025

0.00034 (J)

<0.0025

<0.0025

<0.0005 (^)

<0.0025

<0.0025

<0.0025

<0.0025

0.0058



Summary Report
Constituent: Mercury    Analysis Run 7/8/2023 11:50 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

For observations made between 2/28/2017 and 4/27/2023, a summary of the selected data set:

Observations = 57

ND/Trace = 57

Wells = 4

Minimum Value = 0.000077

Maximum Value = 0.00018

Mean Value = 0.0001013

Median Value = 0.0001

Standard Deviation = 0.0000112

Coefficient of Variation = 0.1106

Skewness = 6.068

Well #Obs. ND/Trace Min Max Mean Median Std.Dev. CV Skewness

MW-D1 14 13 0.000077 0.0001 0.00009836 0.0001 0.000006147 0.0625 -3.328

MW-D2 14 12 0.0001 0.00018 0.0001064 0.0001 0.00002134 0.2005 3.244

MW-D3 14 13 0.0001 0.00011 0.0001007 0.0001 0.000002673 0.02654 3.328

MW-U1 (bg) 15 14 0.000099 0.0001 0.00009993 0.0001 2.6e-7 0.002584 -3.474

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG



Summary Report
Constituent: Mercury (mg/L)    Analysis Run 7/8/2023 11:50 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

2/28/2017

3/27/2017

4/24/2017

5/22/2017

6/19/2017

7/17/2017

8/14/2017

9/13/2017

3/22/2018

4/29/2019

4/27/2020

4/26/2021

4/26/2022

1/18/2023

4/26/2023

4/27/2023

MW-D1 MW-D2 MW-D3 MW-U1 (bg)

7.7E-05 (JB)

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

0.00018 (JB)

0.00011 (J)

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

0.00011 (JB)

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

9.9E-05 (JB)

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002

<0.0002



Summary Report
Constituent: Molybdenum    Analysis Run 7/8/2023 11:50 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

For observations made between 2/28/2017 and 4/27/2023, a summary of the selected data set:

Observations = 73

ND/Trace = 73

Wells = 4

Minimum Value = 0.001

Maximum Value = 0.01

Mean Value = 0.004579

Median Value = 0.005

Standard Deviation = 0.001901

Coefficient of Variation = 0.4152

Skewness = 0.4692

Well #Obs. ND/Trace Min Max Mean Median Std.Dev. CV Skewness

MW-D1 18 18 0.001 0.01 0.005194 0.005 0.001655 0.3186 0.6585

MW-D2 18 15 0.001 0.01 0.004656 0.005 0.002133 0.4582 0.2962

MW-D3 18 4 0.0017 0.0088 0.003583 0.00305 0.001833 0.5115 1.269

MW-U1 (bg) 19 19 0.001 0.01 0.004868 0.005 0.001715 0.3522 0.4422

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG



Summary Report
Constituent: Molybdenum (mg/L)    Analysis Run 7/8/2023 11:50 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

2/28/2017

3/27/2017

4/24/2017

5/22/2017

6/19/2017

7/17/2017

8/14/2017

9/13/2017

3/22/2018

6/5/2018

11/29/2018

4/29/2019

4/27/2020

11/19/2020

4/26/2021

4/26/2022

10/19/2022

10/20/2022

1/18/2023

4/26/2023

4/27/2023

MW-D1 MW-D2 MW-D3 MW-U1 (bg)

<0.01

<0.01

<0.01

<0.01

<0.01

<0.01

<0.01

<0.01

<0.015

<0.01

<0.01

<0.01

<0.002 (^)

<0.01 (^)

<0.01

<0.01

<0.02

<0.01

0.0012 (J)

<0.01

<0.01

0.0025 (J)

0.0016 (J)

<0.01

<0.01

<0.01

<0.015

<0.01

<0.01

<0.01

<0.002 (^)

<0.01

<0.01

<0.01

<0.02

<0.01

0.0088 (J)

0.0023 (J)

0.0018 (J)

0.0031 (J)

0.0043 (J)

0.0027 (J)

0.0017 (J)

0.0021 (J)

0.0022 (J)

0.0022 (J)

<0.01

<0.01

0.0019 (J)

<0.01

<0.01

0.003 (J)

0.0032 (J)

0.0052 (J)

<0.01

<0.01

<0.01

<0.01

<0.01

<0.01

<0.01

<0.01

<0.003

<0.01

<0.01

<0.01

<0.002 (^)

<0.01

<0.01

<0.01

<0.02

<0.01

<0.01



Summary Report
Constituent: Selenium    Analysis Run 7/8/2023 11:50 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

For observations made between 2/28/2017 and 4/27/2023, a summary of the selected data set:

Observations = 65

ND/Trace = 61

Wells = 4

Minimum Value = 0.000125

Maximum Value = 0.0028

Mean Value = 0.0006562

Median Value = 0.00065

Standard Deviation = 0.0003325

Coefficient of Variation = 0.5066

Skewness = 4.231

Well #Obs. ND/Trace Min Max Mean Median Std.Dev. CV Skewness

MW-D1 16 14 0.000125 0.00083 0.0006084 0.00065 0.0001597 0.2626 -2.073

MW-D2 16 13 0.000125 0.001 0.0006153 0.00065 0.0001798 0.2922 -0.9915

MW-D3 16 11 0.000125 0.0028 0.0007816 0.00065 0.0006185 0.7914 2.34

MW-U1 (bg) 17 10 0.00039 0.00076 0.0006218 0.00065 0.00009139 0.147 -1.576

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG



Summary Report
Constituent: Selenium (mg/L)    Analysis Run 7/8/2023 11:50 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

2/28/2017

3/27/2017

4/24/2017

5/22/2017

6/19/2017

7/17/2017

8/14/2017

9/13/2017

3/22/2018

11/29/2018

4/29/2019

4/27/2020

11/19/2020

4/26/2021

4/26/2022

1/18/2023

4/26/2023

4/27/2023

MW-D1 MW-D2 MW-D3 MW-U1 (bg)

<0.0013

<0.0013

<0.0013

<0.0013

<0.0013

0.00033 (J)

<0.0013

<0.0013

<0.0013

<0.0013

<0.0013

<0.00025

<0.0013

<0.0013

<0.0013

0.00083 (J)

<0.0013

<0.0013

<0.0013

0.001 (J)

0.00059 (JB)

0.00033 (J)

<0.0013

<0.0013

<0.0013

<0.0013

<0.0013

<0.00025

<0.0013

<0.0013

<0.0013

<0.0013

0.0028

<0.0013

<0.0013

0.00037 (J)

0.001 (JB)

<0.0013

<0.0013

<0.0013

<0.00025

<0.0013

<0.0013

0.00021 (J)

<0.0013

<0.0013

<0.0013

0.0015

<0.0013

<0.0013

<0.0013

0.00076 (J)

0.00062 (JB)

0.0007 (J)

0.00058 (J)

0.00041 (J)

0.00039

<0.0013

<0.0013

0.00061

<0.0013

<0.0013

<0.0013

<0.0013

<0.0013



Summary Report
Constituent: Thallium    Analysis Run 7/8/2023 11:51 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

For observations made between 2/28/2017 and 4/27/2023, a summary of the selected data set:

Observations = 73

ND/Trace = 71

Wells = 4

Minimum Value = 0.00005

Maximum Value = 0.00026

Mean Value = 0.000202

Median Value = 0.00025

Standard Deviation = 0.00006878

Coefficient of Variation = 0.3405

Skewness = -0.8029

Well #Obs. ND/Trace Min Max Mean Median Std.Dev. CV Skewness

MW-D1 18 18 0.00005 0.00025 0.0002389 0.00025 0.00004714 0.1973 -3.881

MW-D2 18 8 0.000085 0.00026 0.0001806 0.00019 0.0000735 0.4071 -0.06857

MW-D3 18 4 0.000095 0.00025 0.0001469 0.00012 0.00005894 0.4011 1.11

MW-U1 (bg) 19 19 0.00005 0.00025 0.0002395 0.00025 0.00004588 0.1916 -4.007

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG



Summary Report
Constituent: Thallium (mg/L)    Analysis Run 7/8/2023 11:51 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

2/28/2017

3/27/2017

4/24/2017

5/22/2017

6/19/2017

7/17/2017

8/14/2017

9/13/2017

3/22/2018

6/5/2018

11/29/2018

4/29/2019

10/23/2019

4/27/2020

11/19/2020

4/26/2021

4/26/2022

1/18/2023

4/26/2023

4/27/2023

MW-D1 MW-D2 MW-D3 MW-U1 (bg)

<0.0005

<0.0005

<0.0005

<0.0005

<0.0005

<0.0005

<0.0005

<0.0005

<0.0005

<0.0005

<0.0005

<0.0005

<0.0005

<0.0001 (^)

<0.0005

<0.0005

<0.0005

<0.0005

0.00011 (J)

<0.0005

<0.0005

0.00011 (J)

0.00011 (J)

0.00011 (J)

0.00013 (J)

0.00012 (J)

<0.0005

8.5E-05 (J)

8.5E-05 (J)

<0.0005

0.00026 (J)

0.00013

<0.0005

<0.0005

<0.0005

<0.0005

0.00013 (J)

0.00011 (J)

9.5E-05 (J)

0.00011 (J)

0.00012 (J)

0.00012 (J)

0.00011 (J)

0.00013 (J)

0.0001 (J)

0.00012 (J)

0.0001 (J)

0.00011 (J)

0.00017 (J)

0.00012

<0.0005

<0.0005

<0.0005

<0.0005

<0.0005

<0.0005

<0.0005

<0.0005

<0.0005

<0.0005

<0.0005

<0.0005

<0.0005

<0.0005

<0.0005

<0.0005

<0.0005

<0.0001 (^)

<0.0005

<0.0005

<0.0005

<0.0005

<0.0005



0

0.0004

0.0008

0.0012

0.0016

0.002

2/28/17 5/23/18 8/16/19 11/7/20 1/31/22 4/26/23

Tukey's Outlier Screening

MW-D1

Constituent: Antimony    Analysis Run 7/8/2023 11:57 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG

n = 14

No outliers found.
Tukey's method select-
ed by user.

Data were square trans-

formed to achieve best
W statistic (graph shown
in original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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0.002

2/28/17 5/23/18 8/16/19 11/7/20 1/31/22 4/26/23

Tukey's Outlier Screening

MW-D2

Constituent: Antimony    Analysis Run 7/8/2023 11:57 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG

n = 14

No outliers found.
Tukey's method select-
ed by user.

Data were square trans-

formed to achieve best
W statistic (graph shown
in original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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Tukey's Outlier Screening

MW-D3

Constituent: Antimony    Analysis Run 7/8/2023 11:57 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG

n = 14

No outliers found.
Tukey's method select-
ed by user.

Data were square trans-
formed to achieve best
W statistic (graph shown
in original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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2/28/17 5/23/18 8/16/19 11/7/20 1/31/22 4/26/23

Tukey's Outlier Screening

MW-U1 (bg)

Constituent: Antimony    Analysis Run 7/8/2023 11:57 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG

n = 15

No outliers found.
Tukey's method select-
ed by user.

Data were x̂ 5 transform-
ed to achieve best W stat-
istic (graph shown in
original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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0.0008

0.0012

0.0016
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2/28/17 5/23/18 8/16/19 11/7/20 1/31/22 4/26/23

Tukey's Outlier Screening

MW-D1

Constituent: Arsenic    Analysis Run 7/8/2023 11:57 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG

n = 20

No outliers found.
Tukey's method select-
ed by user.

Ladder of Powers trans-

formations did not im-
prove normality; analy-
sis run on raw data.

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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Tukey's Outlier Screening

MW-D2

Constituent: Arsenic    Analysis Run 7/8/2023 11:57 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG

n = 20

No outliers found.
Tukey's method select-
ed by user.

Data were square root

transformed to achieve
best W statistic (graph
shown in original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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2/28/17 5/23/18 8/16/19 11/8/20 2/1/22 4/27/23

Tukey's Outlier Screening

MW-D3

Constituent: Arsenic    Analysis Run 7/8/2023 11:57 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG

n = 20

No outliers found.

Tukey's method select-
ed by user.

Data were natural log

transformed to achieve
best W statistic (graph

shown in original units).

High cutoff = 0.003641,
low cutoff = 0.0001785,

based on IQR multiplier
of 3.
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Tukey's Outlier Screening

MW-U1 (bg)

Constituent: Arsenic    Analysis Run 7/8/2023 11:57 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG

n = 21

No outliers found.
Tukey's method select-
ed by user.

Data were cube root trans-
formed to achieve best
W statistic (graph shown
in original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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2/28/17 5/23/18 8/16/19 11/7/20 1/31/22 4/26/23

Tukey's Outlier Screening

MW-D1

Constituent: Barium    Analysis Run 7/8/2023 11:57 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG

n = 20

No outliers found.

Tukey's method select-
ed by user.

Data were natural log

transformed to achieve

best W statistic (graph

shown in original units).

High cutoff = 0.05559,
low cutoff = 0.003264,

based on IQR multiplier
of 3.
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Tukey's Outlier Screening

MW-D2

Constituent: Barium    Analysis Run 7/8/2023 11:57 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG

n = 20

No outliers found.
Tukey's method select-
ed by user.

Ladder of Powers trans-

formations did not im-
prove normality; analy-
sis run on raw data.

High cutoff = 0.215, low
cutoff = 0.075, based
on IQR multiplier of 3.
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Tukey's Outlier Screening

MW-D3

Constituent: Barium    Analysis Run 7/8/2023 11:57 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG

n = 20

No outliers found.
Tukey's method select-
ed by user.

Ladder of Powers trans-
formations did not im-
prove normality; analy-
sis run on raw data.

High cutoff = 0.563, low
cutoff = -0.284, based
on IQR multiplier of 3.
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0.0014

0.0028

0.0042

0.0056

0.007

2/28/17 5/23/18 8/16/19 11/7/20 1/31/22 4/26/23

Tukey's Outlier Screening

MW-U1 (bg)

Constituent: Barium    Analysis Run 7/8/2023 11:57 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG

n = 21

Outlier is drawn as solid.
Tukey's method select-
ed by user.

Data were natural log
transformed to achieve
best W statistic (graph
shown in original units).

High cutoff = 0.004562,
low cutoff = 0.001174,
based on IQR multiplier
of 3.
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2/28/17 5/23/18 8/16/19 11/7/20 1/31/22 4/26/23

Tukey's Outlier Screening

MW-D1

Constituent: Beryllium    Analysis Run 7/8/2023 11:58 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG

n = 14

No outliers found.
Tukey's method select-
ed by user.

Data were cube transform-

ed to achieve best W stat-
istic (graph shown in
original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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Tukey's Outlier Screening

MW-D2

Constituent: Beryllium    Analysis Run 7/8/2023 11:58 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG

n = 14

No outliers found.
Tukey's method select-
ed by user.

Data were cube transform-

ed to achieve best W stat-
istic (graph shown in
original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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Tukey's Outlier Screening

MW-D3

Constituent: Beryllium    Analysis Run 7/8/2023 11:58 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG

n = 14

No outliers found.
Tukey's method select-
ed by user.

Data were cube transform-
ed to achieve best W stat-
istic (graph shown in
original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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Constituent: Beryllium    Analysis Run 7/8/2023 11:58 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG

n = 15

No outliers found.
Tukey's method select-
ed by user.

Data were cube transform-
ed to achieve best W stat-
istic (graph shown in
original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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2/28/17 5/23/18 8/16/19 11/7/20 1/31/22 4/26/23

Tukey's Outlier Screening

MW-D1

Constituent: Cadmium    Analysis Run 7/8/2023 11:58 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG

n = 15

No outliers found.
Tukey's method select-
ed by user.

Data were square root

transformed to achieve
best W statistic (graph
shown in original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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n = 15

No outliers found.
Tukey's method select-
ed by user.

Data were square root

transformed to achieve
best W statistic (graph
shown in original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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n = 15

No outliers found.
Tukey's method select-
ed by user.

Data were square root
transformed to achieve
best W statistic (graph
shown in original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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n = 16

No outliers found.
Tukey's method select-
ed by user.

Data were square root
transformed to achieve
best W statistic (graph
shown in original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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n = 18

Outliers are drawn as

solid.
Tukey's method select-

ed by user.

Data were square root

transformed to achieve

best W statistic (graph
shown in original units).

High cutoff = 0.001773,

low cutoff = 0.0009177,
based on IQR multiplier

of 3.
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n = 18

No outliers found.
Tukey's method select-
ed by user.

Data were cube root trans-

formed to achieve best
W statistic (graph shown
in original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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n = 18

No outliers found.
Tukey's method select-
ed by user.

Data were cube root trans-
formed to achieve best
W statistic (graph shown
in original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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n = 19

Outlier is drawn as solid.
Tukey's method select-
ed by user.

Data were natural log
transformed to achieve
best W statistic (graph
shown in original units).

High cutoff = 0.004276,
low cutoff = 0.0004969,
based on IQR multiplier
of 3.
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n = 18

No outliers found.
Tukey's method select-
ed by user.

Data were cube transform-

ed to achieve best W stat-
istic (graph shown in
original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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n = 18

No outliers found.
Tukey's method select-
ed by user.

Data were x̂ 5 transform-

ed to achieve best W stat-
istic (graph shown in
original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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n = 18

No outliers found.
Tukey's method select-
ed by user.

Data were square trans-
formed to achieve best
W statistic (graph shown
in original units).

High cutoff = 0.002213,
low cutoff = -0.0014,
based on IQR multiplier
of 3.
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n = 19

No outliers found.
Tukey's method select-
ed by user.

Data were square root
transformed to achieve
best W statistic (graph
shown in original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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n = 20

No outliers found.
Tukey's method select-
ed by user.

Data were natural log

transformed to achieve
best W statistic (graph
shown in original units).

High cutoff = 22.65, low
cutoff = 0.005689, based
on IQR multiplier of 3.

0

0.4

0.8

1.2

1.6

2

2/28/17 5/23/18 8/16/19 11/7/20 1/31/22 4/26/23

Tukey's Outlier Screening

MW-D2

Constituent: Combined Radium 226 + 228    Analysis Run 7/8/2023 11:58 AM    View: Sanitas Statistics Event

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG

n = 20

No outliers found.

Tukey's method select-
ed by user.

Data were square root

transformed to achieve

best W statistic (graph

shown in original units).

High cutoff = 3.979, low
cutoff = -0.3836, based

on IQR multiplier of 3.
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n = 20

No outliers found.
Tukey's method select-
ed by user.

Data were cube root trans-
formed to achieve best
W statistic (graph shown
in original units).

High cutoff = 2.784, low
cutoff = 0.0003984, based
on IQR multiplier of 3.

0

0.18

0.36

0.54

0.72

0.9

2/28/17 5/23/18 8/16/19 11/7/20 1/31/22 4/26/23

Tukey's Outlier Screening

MW-U1 (bg)

Constituent: Combined Radium 226 + 228    Analysis Run 7/8/2023 11:58 AM    View: Sanitas Statistics Event

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10
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n = 20

No outliers found.

Tukey's method select-
ed by user.

Data were square root

transformed to achieve
best W statistic (graph

shown in original units).

High cutoff = 2.781, low
cutoff = -0.378, based

on IQR multiplier of 3.
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n = 20

No outliers found.

Tukey's method select-
ed by user.

Data were natural log

transformed to achieve

best W statistic (graph

shown in original units).

High cutoff = 0.241, low
cutoff = 0.0242, based

on IQR multiplier of 3.
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n = 20

No outliers found.
Tukey's method select-
ed by user.

Data were natural log

transformed to achieve
best W statistic (graph
shown in original units).

High cutoff = 0.1459,
low cutoff = 0.0224, based
on IQR multiplier of 3.
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n = 20

Outliers are drawn as

solid.
Tukey's method select-

ed by user.

Data were natural log
transformed to achieve

best W statistic (graph
shown in original units).

High cutoff = 0.1828,

low cutoff = 0.07514,
based on IQR multiplier

of 3.
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n = 21

No outliers found.

Tukey's method select-
ed by user.

Data were natural log

transformed to achieve
best W statistic (graph

shown in original units).

High cutoff = 0.1921,
low cutoff = 0.01822,

based on IQR multiplier
of 3.
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n = 14

No outliers found.
Tukey's method select-
ed by user.

Data were cube transform-

ed to achieve best W stat-
istic (graph shown in
original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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n = 14

No outliers found.
Tukey's method select-
ed by user.

Data were cube transform-

ed to achieve best W stat-
istic (graph shown in
original units).

High cutoff = 0.0007932,
low cutoff = -0.0002909,
based on IQR multiplier
of 3.
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n = 14

No outliers found.
Tukey's method select-
ed by user.

Data were square root
transformed to achieve
best W statistic (graph
shown in original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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n = 15

No outliers found.
Tukey's method select-
ed by user.

Data were x̂ 5 transform-
ed to achieve best W stat-
istic (graph shown in
original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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n = 16

No outliers found.
Tukey's method select-
ed by user.

Ladder of Powers trans-

formations did not im-
prove normality; analy-
sis run on raw data.

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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n = 16

No outliers found.
Tukey's method select-
ed by user.

Data were square root

transformed to achieve
best W statistic (graph
shown in original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.

0

0.0006

0.0012

0.0018

0.0024

0.003

2/28/17 5/23/18 8/16/19 11/8/20 2/1/22 4/27/23

Tukey's Outlier Screening

MW-D3

Constituent: Lithium    Analysis Run 7/8/2023 11:59 AM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG

n = 16

No outliers found.
Tukey's method select-
ed by user.

Data were cube root trans-
formed to achieve best
W statistic (graph shown
in original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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n = 17

No outliers found.
Tukey's method select-
ed by user.

Data were natural log
transformed to achieve
best W statistic (graph
shown in original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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n = 14

No outliers found.
Tukey's method select-
ed by user.

Data were square root

transformed to achieve
best W statistic (graph
shown in original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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n = 14

No outliers found.
Tukey's method select-
ed by user.

Data were natural log

transformed to achieve
best W statistic (graph
shown in original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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n = 14

No outliers found.
Tukey's method select-
ed by user.

Data were cube root trans-
formed to achieve best
W statistic (graph shown
in original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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n = 15

No outliers found.
Tukey's method select-
ed by user.

Ladder of Powers trans-
formations did not im-
prove normality; analy-
sis run on raw data.

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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n = 18

No outliers found.
Tukey's method select-
ed by user.

Ladder of Powers trans-

formations did not im-
prove normality; analy-
sis run on raw data.

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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n = 18

Outlier is drawn as solid.
Tukey's method select-
ed by user.

Ladder of Powers trans-

formations did not im-
prove normality; analy-
sis run on raw data.

High cutoff = 0.00875,
low cutoff = 1.1e-10,
based on IQR multiplier
of 3.
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n = 18

No outliers found.

Tukey's method select-
ed by user.

Data were natural log

transformed to achieve
best W statistic (graph

shown in original units).

High cutoff = 0.06294,
low cutoff = 0.0001708,

based on IQR multiplier
of 3.
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n = 19

No outliers found.
Tukey's method select-
ed by user.

Data were square root
transformed to achieve
best W statistic (graph
shown in original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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n = 16

No outliers found.
Tukey's method select-
ed by user.

Data were cube transform-

ed to achieve best W stat-
istic (graph shown in
original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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n = 16

No outliers found.
Tukey's method select-
ed by user.

Ladder of Powers trans-

formations did not im-
prove normality; analy-
sis run on raw data.

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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n = 16

No outliers found.
Tukey's method select-
ed by user.

Data were natural log
transformed to achieve
best W statistic (graph
shown in original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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n = 17

No outliers found.
Tukey's method select-
ed by user.

Data were x̂ 4 transform-
ed to achieve best W stat-
istic (graph shown in
original units).

The results were invalid-
ated, because both the
lower and upper quartiles
represent reporting limits.
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n = 18

No outliers found.
Tukey's method select-
ed by user.

Data were x̂ 5 transform-

ed to achieve best W stat-
istic (graph shown in
original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.
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n = 18

No outliers found.
Tukey's method select-
ed by user.

Data were natural log

transformed to achieve
best W statistic (graph
shown in original units).

High cutoff = 0.002935,
low cutoff = 0.00000937,
based on IQR multiplier
of 3.
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n = 18

No outliers found.
Tukey's method select-
ed by user.

Data were natural log
transformed to achieve
best W statistic (graph
shown in original units).

High cutoff = 0.001357,
low cutoff = 0.00001671,
based on IQR multiplier
of 3.
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n = 19

No outliers found.
Tukey's method select-
ed by user.

Data were square root
transformed to achieve
best W statistic (graph
shown in original units).

The results were invalid-
ated, because the lower
and upper quartiles are
equal.



Constituent Well Outlier Value(s) Date(s) Method Alpha N Mean Std. Dev. Distribution Normality Test

Antimony (mg/L) MW-D1 n/a n/a n/a NP NaN 14 0.001179 0.0002673 unknown ShapiroWilk

Antimony (mg/L) MW-D2 n/a n/a n/a NP NaN 14 0.001179 0.0002673 unknown ShapiroWilk

Antimony (mg/L) MW-D3 n/a n/a n/a NP NaN 14 0.001179 0.0002673 unknown ShapiroWilk

Antimony (mg/L) MW-U1 (bg) n/a n/a n/a NP NaN 15 0.001183 0.0002582 unknown ShapiroWilk

Arsenic (mg/L) MW-D1 n/a n/a n/a NP NaN 20 0.000... 0.0001829 unknown ShapiroWilk

Arsenic (mg/L) MW-D2 n/a n/a n/a NP NaN 20 0.000... 0.0001838 unknown ShapiroWilk

Arsenic (mg/L) MW-D3 No n/a n/a NP NaN 20 0.000... 0.0003212 ln(x) ShapiroWilk

Arsenic (mg/L) MW-U1 (bg) n/a n/a n/a NP NaN 21 0.000... 0.0003518 unknown ShapiroWilk

Barium (mg/L) MW-D1 No n/a n/a NP NaN 20 0.01477 0.004868 ln(x) ShapiroWilk

Barium (mg/L) MW-D2 No n/a n/a NP NaN 20 0.1439 0.02514 normal ShapiroWilk

Barium (mg/L) MW-D3 No n/a n/a NP NaN 20 0.1411 0.0603 normal ShapiroWilk

Barium (mg/L) MW-U1 (bg) Yes 0.0062 11/19/2020 NP NaN 21 0.002529 0.0009398 ln(x) ShapiroWilk

Beryllium (mg/L) MW-D1 n/a n/a n/a NP NaN 14 0.000... 0.0002289 unknown ShapiroWilk

Beryllium (mg/L) MW-D2 n/a n/a n/a NP NaN 14 0.000... 0.0002289 unknown ShapiroWilk

Beryllium (mg/L) MW-D3 n/a n/a n/a NP NaN 14 0.000... 0.0002289 unknown ShapiroWilk

Beryllium (mg/L) MW-U1 (bg) n/a n/a n/a NP NaN 15 0.000... 0.0002208 unknown ShapiroWilk

Cadmium (mg/L) MW-D1 n/a n/a n/a NP NaN 15 0.000... 0.0002259 unknown ShapiroWilk

Cadmium (mg/L) MW-D2 n/a n/a n/a NP NaN 15 0.000... 0.0002293 unknown ShapiroWilk

Cadmium (mg/L) MW-D3 n/a n/a n/a NP NaN 15 0.000... 0.0002299 unknown ShapiroWilk

Cadmium (mg/L) MW-U1 (bg) n/a n/a n/a NP NaN 16 0.000... 0.0002183 unknown ShapiroWilk

Chromium (mg/L) MW-D1 Yes 0.0034,0.... 2/28/2017... NP NaN 18 0.001428 0.0006408 sqrt(x) ShapiroWilk

Chromium (mg/L) MW-D2 n/a n/a n/a NP NaN 18 0.001408 0.0007226 unknown ShapiroWilk

Chromium (mg/L) MW-D3 n/a n/a n/a NP NaN 18 0.001422 0.0007353 unknown ShapiroWilk

Chromium (mg/L) MW-U1 (bg) Yes 0.0051 2/28/2017 NP NaN 19 0.001729 0.0009203 ln(x) ShapiroWilk

Cobalt (mg/L) MW-D1 n/a n/a n/a NP NaN 18 0.001214 0.0002543 unknown ShapiroWilk

Cobalt (mg/L) MW-D2 n/a n/a n/a NP NaN 18 0.001193 0.0001897 unknown ShapiroWilk

Cobalt (mg/L) MW-D3 No n/a n/a NP NaN 18 0.00117 0.0003328 x̂ 2 ShapiroWilk

Cobalt (mg/L) MW-U1 (bg) n/a n/a n/a NP NaN 19 0.001145 0.0003153 unknown ShapiroWilk

Combined Radium 226 + 228 (pCi/L) MW-D1 No n/a n/a NP NaN 20 0.4004 0.2507 ln(x) ShapiroWilk

Combined Radium 226 + 228 (pCi/L) MW-D2 No n/a n/a NP NaN 20 0.5079 0.3344 sqrt(x) ShapiroWilk

Combined Radium 226 + 228 (pCi/L) MW-D3 No n/a n/a NP NaN 20 0.4997 0.3099 x^(1/3) ShapiroWilk

Combined Radium 226 + 228 (pCi/L) MW-U1 (bg) No n/a n/a NP NaN 20 0.2948 0.2617 sqrt(x) ShapiroWilk

Fluoride (mg/L) MW-D1 No n/a n/a NP NaN 20 0.0809 0.03113 ln(x) ShapiroWilk

Fluoride (mg/L) MW-D2 No n/a n/a NP NaN 20 0.06195 0.01718 ln(x) ShapiroWilk

Fluoride (mg/L) MW-D3 Yes 0.06,0.19... 7/17/2017... NP NaN 20 0.124 0.03378 ln(x) ShapiroWilk

Fluoride (mg/L) MW-U1 (bg) No n/a n/a NP NaN 21 0.06252 0.02037 ln(x) ShapiroWilk

Lead (mg/L) MW-D1 n/a n/a n/a NP NaN 14 0.000... 0.0001489 unknown ShapiroWilk

Lead (mg/L) MW-D2 No n/a n/a NP NaN 14 0.000... 0.0001548 x^3 ShapiroWilk

Lead (mg/L) MW-D3 n/a n/a n/a NP NaN 14 0.000... 0.0001403 unknown ShapiroWilk

Lead (mg/L) MW-U1 (bg) n/a n/a n/a NP NaN 15 0.000615 0.0001356 unknown ShapiroWilk

Lithium (mg/L) MW-D1 n/a n/a n/a NP NaN 16 0.001331 0.0004871 unknown ShapiroWilk

Lithium (mg/L) MW-D2 n/a n/a n/a NP NaN 16 0.001372 0.0006202 unknown ShapiroWilk

Lithium (mg/L) MW-D3 n/a n/a n/a NP NaN 16 0.001355 0.0004693 unknown ShapiroWilk

Lithium (mg/L) MW-U1 (bg) n/a n/a n/a NP NaN 17 0.001405 0.001176 unknown ShapiroWilk

Mercury (mg/L) MW-D1 n/a n/a n/a NP NaN 14 0.000... 0.0000... unknown ShapiroWilk

Mercury (mg/L) MW-D2 n/a n/a n/a NP NaN 14 0.000... 0.0000... unknown ShapiroWilk

Mercury (mg/L) MW-D3 n/a n/a n/a NP NaN 14 0.000... 0.0000... unknown ShapiroWilk

Mercury (mg/L) MW-U1 (bg) n/a n/a n/a NP NaN 15 0.000... 2.6e-7 unknown ShapiroWilk

Molybdenum (mg/L) MW-D1 n/a n/a n/a NP NaN 18 0.005194 0.001655 unknown ShapiroWilk

Molybdenum (mg/L) MW-D2 Yes 0.01 10/20/2022 NP NaN 18 0.004656 0.002133 normal ShapiroWilk

Outlier Analysis
CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10     Printed 7/8/2023, 12:04 PM



Constituent Well Outlier Value(s) Date(s) Method Alpha N Mean Std. Dev. Distribution Normality Test

Page 2

Molybdenum (mg/L) MW-D3 No n/a n/a NP NaN 18 0.003583 0.001833 ln(x) ShapiroWilk

Molybdenum (mg/L) MW-U1 (bg) n/a n/a n/a NP NaN 19 0.004868 0.001715 unknown ShapiroWilk

Selenium (mg/L) MW-D1 n/a n/a n/a NP NaN 16 0.000... 0.0001597 unknown ShapiroWilk

Selenium (mg/L) MW-D2 n/a n/a n/a NP NaN 16 0.000... 0.0001798 unknown ShapiroWilk

Selenium (mg/L) MW-D3 n/a n/a n/a NP NaN 16 0.000... 0.0006185 unknown ShapiroWilk

Selenium (mg/L) MW-U1 (bg) n/a n/a n/a NP NaN 17 0.000... 0.0000... unknown ShapiroWilk

Thallium (mg/L) MW-D1 n/a n/a n/a NP NaN 18 0.000... 0.0000... unknown ShapiroWilk

Thallium (mg/L) MW-D2 No n/a n/a NP NaN 18 0.000... 0.0000735 ln(x) ShapiroWilk

Thallium (mg/L) MW-D3 No n/a n/a NP NaN 18 0.000... 0.0000... ln(x) ShapiroWilk

Thallium (mg/L) MW-U1 (bg) n/a n/a n/a NP NaN 19 0.000... 0.0000... unknown ShapiroWilk

Outlier Analysis
CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10     Printed 7/8/2023, 12:04 PM
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Constituent: Antimony    Analysis Run 7/8/2023 12:08 PM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG

Hollow symbols indicate censored values.

Non-parametric test used in lieu of parametric tolerance limit because censored data exceeded 75%.  Most recent  
observation is compared with limit.  All background values were censored; limit is most recent reporting limit.  73.63%  
coverage at alpha=0.01;  81.84% coverage at alpha=0.05;  95.51% coverage at alpha=0.5.  Report alpha = 0.4633.

Within Limit
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Constituent: Arsenic    Analysis Run 7/8/2023 12:08 PM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG

Hollow symbols indicate censored values.

Non-parametric test used in lieu of parametric tolerance limit because censored data exceeded 75%.  Most recent  
observation is compared with limit.  Limit is highest of 21 background values.  80.95% NDs.  80.27% coverage at  
alpha=0.01;  86.52% coverage at alpha=0.05;  96.68% coverage at alpha=0.5.  Report alpha = 0.3406.
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Constituent: Barium    Analysis Run 7/8/2023 12:08 PM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG

Non-parametric test used in lieu of parametric tolerance limit because the Shapiro Wilk normality test showed the data  
to be non-normal at the 0.01 alpha level.  Most recent observation is compared with limit.  Limit is highest of 21  
background values.  80.27% coverage at alpha=0.01;  86.52% coverage at alpha=0.05;  96.68% coverage at  
alpha=0.5.  Report alpha = 0.3406.

Exceeds Limit:  MW-D1, MW-D2, MW-D3
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Constituent: Beryllium    Analysis Run 7/8/2023 12:08 PM    View: Sanitas Statistics Events 1 through 20
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Hollow symbols indicate censored values.

Non-parametric test used in lieu of parametric tolerance limit because censored data exceeded 75%.  Most recent  
observation is compared with limit.  All background values were censored; limit is most recent reporting limit.  73.63%  
coverage at alpha=0.01;  81.84% coverage at alpha=0.05;  95.51% coverage at alpha=0.5.  Report alpha = 0.4633.

Within Limit
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Constituent: Cadmium    Analysis Run 7/8/2023 12:08 PM    View: Sanitas Statistics Events 1 through 20
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Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG

Hollow symbols indicate censored values.

Non-parametric test used in lieu of parametric tolerance limit because censored data exceeded 75%.  Most recent  
observation is compared with limit.  All background values were censored; limit is most recent reporting limit.  74.8%  
coverage at alpha=0.01;  83.01% coverage at alpha=0.05;  95.9% coverage at alpha=0.5.  Report alpha = 0.4401.

Within Limit
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Constituent: Chromium    Analysis Run 7/8/2023 12:08 PM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG

Hollow symbols indicate censored values.

Non-parametric test used in lieu of parametric tolerance limit because the Shapiro Wilk normality test showed the data  
to be non-normal at the 0.01 alpha level.  Most recent observation is compared with limit.  Limit is highest of 19  
background values.  10.53% NDs.  78.32% coverage at alpha=0.01;  85.35% coverage at alpha=0.05;  96.29%  
coverage at alpha=0.5.  Report alpha = 0.3774.

Within Limit
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Constituent: Cobalt    Analysis Run 7/8/2023 12:08 PM    View: Sanitas Statistics Events 1 through 20
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Hollow symbols indicate censored values.

Non-parametric test used in lieu of parametric tolerance limit because censored data exceeded 75%.  Most recent  
observation is compared with limit.  All background values were censored; limit is most recent reporting limit.  78.32%  
coverage at alpha=0.01;  85.35% coverage at alpha=0.05;  96.29% coverage at alpha=0.5.  Report alpha = 0.3774.

Within Limit
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Constituent: Combined Radium 226 + 228    Analysis Run 7/8/2023 12:08 PM    View: Sanitas Statistics Event

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10

Sanitas™ v.9.6.32 Software licensed to Geosyntec Consultants. UG

Hollow symbols indicate censored values.

Non-parametric test used in lieu of parametric tolerance limit because the data required both a power transformation  
and Cohen's adjustment.  Most recent observation is compared with limit.  Limit is highest of 20 background values.   
30% NDs.  79.49% coverage at alpha=0.01;  86.13% coverage at alpha=0.05;  96.68% coverage at alpha=0.5.  Report  
alpha = 0.3585.

Exceeds Limit:  MW-D2
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Constituent: Fluoride    Analysis Run 7/8/2023 12:08 PM    View: Sanitas Statistics Events 1 through 20

CCPC Plant Crisp Ash Pond Site     Client: Geosyntec     Data: Sanitas_Statistics Sampling Events 1 through 10
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Hollow symbols indicate censored values.

95% coverage.  Most recent observation is compared with limit.  Background Data Summary (based on natural log  
transformation): Mean=-2.812, Std. Dev.=0.2747, n=21, 14.29% NDs.  Normality test: Shapiro Wilk @alpha = 0.01,  
calculated = 0.8866, critical = 0.873.    Report alpha = 0.01.   
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Hollow symbols indicate censored values.

Non-parametric test used in lieu of parametric tolerance limit because censored data exceeded 75%.  Most recent  
observation is compared with limit.  Limit is highest of 15 background values.  93.33% NDs.  73.63% coverage at  
alpha=0.01;  81.84% coverage at alpha=0.05;  95.51% coverage at alpha=0.5.  Report alpha = 0.4633.
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Hollow symbols indicate censored values.

Non-parametric test used in lieu of parametric tolerance limit because censored data exceeded 75%.  Most recent  
observation is compared with limit.  Limit is highest of 17 background values.  88.24% NDs.  76.37% coverage at  
alpha=0.01;  83.79% coverage at alpha=0.05;  95.9% coverage at alpha=0.5.  Report alpha = 0.4181.
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Hollow symbols indicate censored values.

Non-parametric test used in lieu of parametric tolerance limit because censored data exceeded 75%.  Most recent  
observation is compared with limit.  Limit is highest of 15 background values.  93.33% NDs.  73.63% coverage at  
alpha=0.01;  81.84% coverage at alpha=0.05;  95.51% coverage at alpha=0.5.  Report alpha = 0.4633.
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Hollow symbols indicate censored values.

Non-parametric test used in lieu of parametric tolerance limit because censored data exceeded 75%.  Most recent  
observation is compared with limit.  All background values were censored; limit is most recent reporting limit.  78.32%  
coverage at alpha=0.01;  85.35% coverage at alpha=0.05;  96.29% coverage at alpha=0.5.  Report alpha = 0.3774.
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Hollow symbols indicate censored values.

Non-parametric test used in lieu of parametric tolerance limit because the Shapiro Wilk normality test showed the data  
to be non-normal at the 0.01 alpha level.  Most recent observation is compared with limit.  Limit is highest of 17  
background values.  58.82% NDs.  76.37% coverage at alpha=0.01;  83.79% coverage at alpha=0.05;  95.9%  
coverage at alpha=0.5.  Report alpha = 0.4181.
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Hollow symbols indicate censored values.

Non-parametric test used in lieu of parametric tolerance limit because censored data exceeded 75%.  Most recent  
observation is compared with limit.  All background values were censored; limit is most recent reporting limit.  78.32%  
coverage at alpha=0.01;  85.35% coverage at alpha=0.05;  96.29% coverage at alpha=0.5.  Report alpha = 0.3774.
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Compliance Limit is not exceeded.  Per-well alpha = 0.01.  Normality Test: Shapiro Wilk, alpha based on n.
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Compliance Limit is not exceeded.  Per-well alpha = 0.01.  Normality Test: Shapiro Wilk, alpha based on n.
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Compliance Limit is not exceeded.  Per-well alpha = 0.01.  Normality Test: Shapiro Wilk, alpha based on n.
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Hollow symbols indicate censored values.
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Hollow symbols indicate censored values.
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Hollow symbols indicate censored values.
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